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ABSTRACT

Dairy agroecosystems use subsurface or tile drainage to improve trafficability and
crop yield. One of the main concerns of tile drainage is that it acts as a major source of
non-point phosphorus (P) pollution because of preferential flow pathways (PFP). PFP are
large conduits in the soil that allow rapid movement of water. This reduces contact time
infiltrate has with deeper soil horizons, which are not saturated with P and that could act
as a sink for this nutrient. Also, PFP are responsible for channeling manure applied at the
surface to tile drains. The rate of tile drain installation is likely to increase as rainfall
patterns leading up to and during the growing season are altered by climate change. Climate
change is also expected to increase rainfall intensity and periods of drought, furthering the
need to understand the role of PFP activity on P transport.

There has been much work done on P transport and PFP in tile drained landscapes
in the US Midwest, however there is a lack of data and analysis in the Northeast. In the
Lake Champlain Basin (LCB) agriculture is a significant contributor of P and the role of
tile drainage is still unclear. In addition, tile drain data in the LCB is from New York and
Quebec while there is limited published edge of field (EoF) studies in Vermont. There are
also many dairy farms in Vermont that use tile drainage and apply manure near the end of
the growing season, and the impact of P loading to the lake from these practices is
unknown. This thesis aims to provide analysis of P transport in tile drained landscapes in
Vermont.

Data collected for this study comes from three tile drains from two fields, monitored
using typical EoF methods. Field sites in this study are typical of the region in terms of
soils (Covington and Panton clays) and best management practice usage (i.e. manure
injection, light tillage, and cover cropping). A high temporal resolution dataset of rainfall
and tile discharge metrics (i.e. flow and P) were used in the analysis. PFP activity was
assessed using a four-component hydrograph separation technique using two methods,
electrical conductivity end-member unmixing and hydrograph recession analysis. A unique
rainfall intensity analysis was performed to forecast the impacts of climate change on P
transport. Results show that most of the P export occurred during the non-growing season,
however drought played an important role in seasonal export. Peak P concentrations
coincided with events post manure injection in the fall, and in the spring with events post
cover crop termination and post planting. The rainfall pulse analysis showed tile drain P
loading was higher during events because of higher intensity rainfall pulses. Future work
should aim to better understand the role of manure application method and timing, as well
as how antecedent moisture impacts subsequent P transport.
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Chapter 1 Literature Review

1.1 Introduction
Modern agriculture, due to low trophic efficiency, has many environmental setbacks

[1]. A major environmental and social issue is the enrichment of surface waters with
anthropogenically supplied nutrients (i.e. eutrophication) from agricultural practices [2].
For example, in the Lake Champlain Basin (LCB), agriculture accounts for 38% of
phosphorus (P) supplied to the lake, the most of any one land use category, and is second
to developed land in terms of P loading per unit area (i.e. average concentrations) [3]. P is
the limiting nutrient for micro-organisms responsible for harmful algal blooms, thus it is
one of the main nutrients of focus for management efforts concerned with improving water
quality [4]. Dairy cropping agroecosystems are prevalent in the Midwestern and
Northeastern U.S., as well as Southern Canada, and represent a major portion of
agricultural land use [5]. In these systems, manure is applied or ‘spread’ on crop fields,
making them especially susceptible to being non-point sources of this nutrient [6]. P in
manure applied at the surface is at risk for being transported downstream through surface
and subsurface hydrologic pathways [7]. Additional concern has been raised with the
widespread installation of subsurface or tile drainage on poorly drained fields. Tile
drainage has been identified as a major contributing factor to the water quality issues in the
Great Lakes because of preferential flow pathways (PFP), which enhance subsurface
transport of surface applied P [6].

In the LCB, it is still unclear how much tile drainage contributes to P transport.

Much of the research on surface and subsurface P loss has been conducted in New York



and in Quebec. These studies show that in LCB, tile drainage does not contribute more P
that surface runoff when manure is applied unincorporated with the soil [8]. In Vermont
(VT) however, soils and farming differ from other parts of the LCB. For example, manure
injection is used in VT to reduce P concentrations in surface runoff. Also, soils in the
Champlain Valley of VT are extremely fine textured and highly erodible, which can result
in significant PFP activity and P transport through the subsurface [9], [10]. The Natural
Resodefiurce Conservation Service (NRCS) and University of Vermont (UVM) Extension
developed the VT P-index to model the risk of P loss associated with applying manure on
fields [11]. The VT P-index now includes a subsurface P loss pathway, however because
there is a lack of tile and PFP data in VT, modeling subsurface transport remains difficult
[12], [13]. Also, tile drain installation in VT is expected to increase as climate change alters

growing conditions [12], [14].

1.2 Agricultural Phosphorus (P)

1.2.1 Soil Fertility
P is a required nutrient for crops and is applied to agricultural soils to supplement

the soils’ naturally occurring pool [15]. In VT, application rates of fertilizer and manure
are suggested based on P levels in the soil (soil test P, STP), as well as levels of reactive
aluminum (Al) because it is related to the strength of bonding between P and mineral soil
[16]. The extraction used to determine P and Al is Modified Morgan’s, which has been
identified as the best method for understanding P fertility of the soils in this region [16],
[17]. Other extraction methods include Bray P, Mehlich 1P and Mehlich 3P, and Olsen P;
the goals of the extractions are to determine the amount of P that plants will be able to

extract from the soil over the growing season, and to relate crop response to additional P



inputs [17]. Plants uptake free orthophosphate (ortho-P) anions, which is the same as
aqueous phase ortho-P. Ortho-P binds with one or two protons at normal soil pH ranges,
and the ratio of these two forms of ortho-P is dependent on the proton availability, i.e. soil
pH [18]. P is very reactive, thus has a high affinity to be in the solid phase, meaning it has
bonded with the mineral soil [19]. Near the plant root, aqueous phase ortho-P is depleted
by crop uptake very quickly, and it is the solid phase P that replenishes the soil solution
with agueous phase ortho-P [18]. Plant roots, fungi, and microorganisms work against the
natural equilibrium that keeps P in the solid phase [18]; while crops have the ability to mine
P from the solid phase, to ease the energy required to do this and to maintain adequate crop
yields, P is applied or the soil pH is altered to shift the equilibrium towards the aqueous
phase [19].

Binding energies between P and mineral soil can be categorized into inner sphere
‘absorption’ and outer sphere ‘adsorption’ [20]. Inner and outer sphere refer to the charged
surface of the mineral soil. P bonded within the mineral’s inner sphere usually does not
contribute to fertility as easily because P is held tightly by covalent bonds [21]. Outer
sphere adsorption are electrostatic bonds, and are easily altered in the rhizosphere because
there is a water molecule between ortho-P and the mineral surface [21]. The surface charge
of these minerals can determine the solubility of P bonded to the outer sphere and is a
function of pH. When pH is greater than the mineral’s point of zero charge (PZC), the
surface becomes less positive and can retain less negatively charged ortho-P anions [21].
Thus, P solubility increases with increasing pH. However, at high pH ionic strength
increases which changes the plane of sorption, which has the effect of making the mineral

surface less negative, and can actually increase P retention by the mineral [21].



Nevertheless, outer sphere reactions have the greatest potential to be altered in the

rhizosphere, thus can contribute to fertility easily [18]. Generally, a pH of 6-7.5 is

considered optimal for P solubility and plant uptake (Figure 1-1) [21].

Amount of phosphorus fixation in the soil

Very high

High

Medium

Low

Phosphorus
fixation by
iron

pH3

Range for highest
phosphorus availability

7 & \
/ \
/ \
’
> \
’ ‘\
,’ Phosphorus B
v fixation ‘\ > a
\ " N
\ dug w0 \ Pl Phosphorus \
» aluminum ¢ - VR \
\ \.” fixation by
N
N ¥ /(\ calcium
- -~ 7’ N
- £ =
pHS5 pH6 pH7 pH8 pH9
Acid soils Neutral Alkaline soils—s

Figure 1-1: P fixation as a function of pH. Copied from Penn and Camberato [21] which
adopted from Price [22].

1.2.2 Measuring P in Agricultural Runoff
Because P favors the solid phase, it is usually lost from fields via attachment with

sediment picked up in runoff [23]. However, studies have also found strong relationships

between soil P levels and soluble reactive P (SRP) in agricultural runoff [24]. P levels in

soils have been used to approximate how much P agricultural lands will contribute to

downstream eutrophication by measuring SRP and bioavailable P (BAP) in runoff [24].

Biological assays use algae as a sink for P in runoff to measure BAP. BAP, as compared

to SRP, is a much more realistic measurement of the dynamic equilibrium between aqueous



and solid phase P and thus the immediate eutrophication potential of runoff [17]. Assays
are difficult for labs to perform because of time constraints, thus the use of synthetic sinks
like the iron [4], [25] and ion-exchange resin [26], [27] impregnated filter paper methods
have been suggested as an alternative for measuring BAP. These methods are not common
because many studies are simply interested in quantifying ortho-P losses from agricultural
fields. The most common way ortho-P is measured in runoff is by colorimetric analysis,
which has been modified since Murphy & Riley [28] proposed the standard method to
accommodate the automation of the reaction [29]. In addition to SRP, many studies also
report total P (TP) in water samples by digesting the sample in acid to break down organic
and inorganic forms of P into ortho-P [17]. For simplicity it is common to assume that the
SRP fraction is immediately bioavailable and that particulate P (PP) is the fraction
calculated by TP-SRP [10], [30], [31]. Studies have found that SRP is not necessarily the
same as BAP, and that 10-90% of the measured PP can be immediately bioavailable [4],
[32]. In the LCB, Poairier et al. [33] showed that 30% of PP is bio-available PP (BAPP) in
both surface and subsurface runoff.

An issue with the common TP acid digestion methods for agricultural water runoff
samples is that they contain sediment, where standard methods are calibrated with reagent
to sample ratios designed to accommodate little to no sediment in samples [17].
Measurements of TP are considered an underestimate when sediment is present [17], [34].
Differences in sample physical and chemical properties, and laboratory digestion and
measurement procedures raise concern about comparing reported P values between
research studies [35]. One example of this is that different soil P extraction methods will

result in different values of the same units for the same soil [17]. Also, P can be measured



using colorimetric or ICP instrumentation, which differ analytically [17]. Further, studies
use different digestion procedures for TP, which might be called the same name. For
example, Lambert & Maher [36] measured TP in turbid lake water samples from an urban
and agricultural catchment in Australia using the alkaline persulfate digestion, where 1 part
digestion reagent were used for every 5 parts sample volume. The UVM Agricultural and
Environmental Testing Laboratory follows the ‘alkaline/acid persulfate’ method for TP
digestion, where potassium persulfate and sodium hydroxide are used as well but in a 1
part digestion reagent to 2 parts sample ratio (Standard Methods 4500-P F). Dayton et al.
[37] calls the alkaline/acid persulfate digestion the USGS method, and writes about the
Lambert & Maher [36] study saying that they followed this same method. However, in
Lambert & Maher [36] there is no reference to the USGS or the drop in pH during

autoclaving, it is only called the alkaline persulfate digestion method.

1.3 Agricultural Hydrology

1.3.1 Soil Physics
Water movement in soils is assumed to follow generalized and accepted models:

Darcy’s law for saturated flow and the Richards equation for unsaturated flow [13], [38].
In general, water moves from areas of high to low potential energy [39]. Soil water energy
is broken up into the forces acting at any given moment; models simplify these forces into
the two major components, the downward force of gravity, and the omni-directional forces
of suction (i.e. matric potential) that are generated from adhesion and cohesion of water to
water and water to soil [38]. The size of the voids (i.e. distance between the solid and
liquid/gas phase components of the soil) will determine the relationship between the

amount of water in the soil and the matric potential (Figure 1-2) [38]. Under saturated



conditions soil water potential energy is dominated by hydrostatic pressure and gravity,
and under unsaturated conditions is dominated by gravity and matric potential [38].

If the rate of liquid rainfall exceeds the infiltration capacity of the soil, ponding will
occur. Likewise, if soils become saturated due to accumulation of infiltration, ponding will
also occur, and if the depth of ponding exceeds the depression storage of the soil (which is
a function of roughness) surface runoff will occur down a hydraulic gradient [18], [40].
Water will also infiltrate and percolate into the soil due to gravity and matric forces [41].
The vadose zone consists of the soil horizons that drain to field capacity 24-48 hours after
being saturated, where field capacity is defined as the soil moisture content following
gravity drainage [18]. Water will remain in the soil void space until it is evapotranspired
or has enough potential energy to leave the vadose zone as subsurface flow [41]. The
wilting point of the soil is the moisture content at which the matric potential exerts more
force on soil water than crops can, i.e. there is not enough water in the soil for plants to
access. The matric potential can be related to the soil moisture content for different soil

textures (Figure 1-2).
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Figure 1-2: Matric potential against volumetric water content. Copied from Evett [42].



Soils can have significant variability in the size of individual void spaces as well in
the number of void spaces per unit volume. Soils with uniformity in the size of void spaces
are considered homogenous. Water in a homogenous soil most often follows vertical
displacement, or what is known as piston flow or matrix flow, since incoming water will
displace water that is already present in the soil voids below it [40]. In coarse-textured
homogenous soils, finger flow is a type of non-uniform displacement flow which can result
in rapid movement of water [43]. Heterogenous soils consist of similar and dissimilar void
networks, and infiltrating water will not always displace water that is currently in the soil.
This type of infiltration and percolation equates to a portion of subsurface flow that can
have little spatial and temporal contact with soil media, i.e. water is rapidly transported
from the surface to the subsurface. The biotic and abiotic networks of connected soil void
space that create conduits in the soil are known as macropores or preferential flow
pathways (PFP) [44]. PFP activity can be linked to soil texture because higher clay contents
result in desiccation cracking in soils [45], [46]. Freeze-thaw cycles [47]-[49], as well as
tillage [31], [50] have also been identified as a mechanism controlling PFP activity.

Under the Darcy and Richards equations soil water movement is handled by a wide
variety of software applications [13]. However, PFP are difficult to model because flow
bypasses the bulk of the soil matrix, thus does not conform to the Darcy and Richards flow
equations [13]. Darcy-Richards equations are prominent in technical uses and have
persisted in models even though the theoretical justification of their use in heterogeneous
soils has been questioned [13], [51]. The increased easy access to computer software that

can solve the Richards equation is part of the reason why it continues to be used for



unsaturated flow in modeling packages [13]. While there have been model updates for
gravity-dominated laminar-PFP activity, there is still a lack in knowledge around
turbulent/rapid transport through large soil pathways, which has been attributed to a lack

of field scale observations [13].

1.3.2 Tile Drainage
Tile drains allow for quicker gravity drainage of soils by decreasing the required

potential energy for soil water to exit the vadose zone [40]. While tile drains decrease
saturation excess surface runoff [52], subsurface runoff is greatly increased [53], and the
field scale water budget can transition to being mainly exported via tile drainage [52], [54],
[55]. Also, tile drains can increase agricultural runoff by 10-25% [6], and event
hydrographs of receiving water bodies can be altered when tile drainage is installed
upstream [56]. Tile drains are systematic networks of perforated plastic pipes installed to
approximately 1 meter below the surface, and are sized and spaced to meet the fields
drainage requirements [57]. Tile laterals are channeled to a tile main, which discharges at
the edge of field and eventually to a receiving water course. Originally, tile drains were
used to drain wetlands that were then converted to agriculture; however, farmers use tile
drains in poorly drained fields already in production agriculture to improve trafficability
and yields [44]. The rate of tile drain installation is likely to increase as farms see the
benefits, especially as rainfall patterns leading up to and during the growing season are
altered by climate change [12]. For example, the Northeastern U.S. has seen an increasing
trend in spring rainfall in the 21 days prior to planting, and climate models suggest this
trend will continue as the extremes become worse [14]. Without tile drainage, farmers risk

compaction and rutting from heavy machinery on wet soils [58].



1.4 Dairy Agroecosystems with Tile Drainage as a Means for P Transport
Manure P applied at rates that exceed crop uptake and thus accumulates in the soil

is called legacy P [59]. Legacy P has been identified as the reason why water quality goals
have not been met, despite action to reduce nutrient losses from agricultural fields [60].
Legacy P moves throughout the landscape and accumulates in streambanks and lakes
where it acts as a long-term source of P in the water course. Legacy P has been shown to
contribute to elevated TP and SRP concentrations in surface runoff, as well as tile drainage
[30]. Originally it was thought that the use of tile drains would reduce the P export from
agricultural lands since they decrease surface runoff [53], [61]. Also, it was thought that
subsurface flow contains little sediment and PP, and SRP would be low too, because P in
percolating water would get resorbed in deeper P-lacking soil horizons [62], [63].
Throughout the 1970’s and 1980’s, the literature shifted to acknowledging that due to PFP,
P export through tile drains can be significant [6], [64]. Since then studies have found tile
drains can export similar levels of sediment as surface runoff, and PP can dominate tile
drain TP concentrations [65], [66]. High SRP concentrations in tile drains suggest recently
applied and legacy P are transported to tiles through PFP, and can exceed concentrations
for eutrophication thresholds [30]. Tile drain P export occurs mostly during periods of high
discharge, i.e. rainfall and snowmelt events, and most P export occurs during the non-

growing season because total discharge is highest [6].

1.4.1 Measuring Tile Drainage
Tile drain effluent quality and quantity is monitored at the edge of field (EoF)

with automated flow measurement and water sampling devices. This equipment can be
continuously solar powered for use in remote locations and programed to sample

baseflow and storm events based on real time event flow and/or timing conditions. There

10



is a wide variety and long history of agricultural EoF data that has come out of the U.S
Midwest and Southern Canada, and it has been used in variety of long- and short-term
nutrient and hydrologic studies. EoF data has become a staple tool for managing non-
point source P pollution in the Lake Erie Basin [67], and there has been much
advancement in our understanding of nutrient transport and the effects of management in
tile drained landscapes with PFP activity [68]. Studies have used a variety of tile drainage
sampling and data analysis methods to assess hydrologic and P transport, with an
increasing call for flow and nutrient data to be measured and interpolated to a high
temporal resolution [69]-[71], which has the benefit of improving P load estimation [72],
[73]. Studies have also used in situ sensor data that is cheap to measure continuously

relative to discrete nutrient concentrations in water samples in a lab [74], [75].

1.4.2 PFP Contributions to Tile Drains During Events
PFP contributions to tile drains are assumed when tile drains respond rapidly to

rainfall pulses; Darcy and Richards flow equations predict much longer response times
given the depth of tile drainage in the soil profile [76], [77]. Tile flow during rainfall events
is initiated by preferential flow and occurs through unsaturated macropores on the rising
limb of the hydrograph [50]. Then, as soils approach field capacity, saturated macropore
flow will occur, which may promote mixing between the matrix and PFP [50], [78], [79].
Studies inside the LCB as well as elsewhere have quantified PFP activity during events by
performing hydrograph separations [9], [10], [33], [80], [81].

1.4.2.1 Hydrograph Recession Analysis
A hydrograph is a plot of tile flow rate against time. The recession limb of the

hydrograph follows the peak flow rate, and if un-interrupted by secondary peaks, the
recession can be used as a model of the soil drainage rate in tile drained landscapes [10].

11



Under the assumption that the peak of the hydrograph results from PFP activity, the
recession is a model of two reservoirs, PFP or quick flow (QF) and matrix or slow flow
(SF) contributions to the recession’s flow (Figure 1-3). The reservoirs are assumed to
follow linear drainage rates in a log-normal plot of the recession due the relatively small
drainage areas of tile networks at the field scale [10], [82]. Reservoirs separated by a 3 or
more fold difference in the slopes of the linear segments for QF and SF are considered
valid [10], [78]. A master recession curve (MRC) is used to aid in this validation process
[10], [78]. A MRC is generated by matching recession curves from multiple events and
finding the average drainage rate of the reservoirs at a site. Separating QF and SF for
individual events is performed based on the hydrograph for that event. To perform the
separation, first SF is considered to increase at a linear rate from the start of the hydrograph.
This straight line is connected to the inflection point on the recession limb where QF end
and SF starts. Subsequent flow after the inflection point is set entirely to SF, and QF is the

difference between the actual hydrograph and the plot of SF [10].
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Figure 1-3: Master recession curve construction of tile drains from Nazari et al. [10], [78]. On the left is
the recession data plotted in log-normal space, which helps identify linear segments of the
reservoirs (R1 = QF, R2 = SF), and on the right shows the reservoirs plotted in normal space.
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1.4.2.2 End Member Unmixing Analysis
A second hydrograph separation technique is end member (un)mixing analysis

(EMMA). The method assumes tracer signatures are conservative, and that tile flow
represents the mixing of the two end members for PFP and matrix contributions. The
signature of PFP contributions is set equal to tracer concentrations in rainfall or surface
runoff, and the signature of matrix contributions is set to tracer concentrations in tile
baseflow prior to the event. Measuring isotopes of oxygen in end members is a truly
conservative tracer, where electrical conductivity (EC) is cheaper to measure but may
overestimate matrix contributions due to slight mixing of surface runoff with the matrix
prior to the tile [83]. This method is called an ‘unmixing’ analysis when using EC as the
tracer because you cannot account for mixing prior to the tile in the model [78], but is still
called EMMA here. While hydrograph recession analysis determines QF and SF based on
the hydraulics, EMMA estimates contributions based on contact time with soil media.
Thus, it is more accurate to use the terms ‘new’ and ‘old’ water when measuring PFP and
matrix contributions using EMMA [78]. To calculate new and old water, the following

mass balance is used:

Qtite = Qnew T Qoia

QtiteECtite = QnewECnew + Qo1aECora

There are two unknowns, Qnew and Qold, and there are two equations, thus we can solve for

the unknownes.

1.4.3 Dairy Agroecosystems with Tile Drainage at the Center of P Research
This section aims to highlight the current understanding of P transport in tile

drained landscapes.
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1.4.3.1 Event, Season, and Antecedent Moisture
Vidon et al. [84] showed that bulk rainfall and antecedent moisture condition

(AMC) were not good predictors of TP and SRP fluxes to streams in tile drained landscapes
during spring events. However, the authors showed that TP and SRP fluxes significantly
increased with bulk rainfall when the event bulk rainfall was greater than 4 cm. This study
concluded that reducing P losses at the watershed scale starts with BMP aimed at tile
drainage. Also during spring and in the same Midwestern watershed, Vidon & Cuadra [83]
found event antecedent water table depth to be significantly correlated to the mean and
maximum of tile drain flow, as well as hydrograph response time and runoff ratio; however,
bulk rainfall was deemed to be the most important rainfall metric to predict the
aforementioned tile drain metrics. Also, maximum rainfall intensity was inversely
significantly correlated to hydrograph response time. Results from the previous two studies
are only applicable during the spring, as Vidon et al. [85] showed significantly different
hydrologic responses from similarly sized spring and late summer rainfall events in a
nearby tile drained landscape. Because antecedent moisture of soils at the end of summer
were so much lower than in spring, tile peak flow rate and discharge volume was greatly
reduced. Williams et al. [86] showed that surface and tile discharge does not occur unless
rainfall exceeds the soil moisture deficit (SMD). This study also showed that the lowest
point of elevation in an artificially drained depression becomes the driest after tile
installation, while prior to drainage installation it was the wettest spot in the depression.
Smith & Capel [87] used EC to separate tile flow into matrix and macropore flow
and found that even after small rainfall events (<5mm) dilution patterns in tile EC were
observed. Using dye tracers, Grant et al. [47] showed that PFP occurred under a variety of

soil moisture conditions, and that dry clays had deeper infiltration and less infiltrate-matrix
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interaction as compared to wet clays. Vidon & Cuadra [83] used tracer analysis to show
that PFP contributions to tile drains consistently increased with increasing event bulk
rainfall (i.e. the size of the event). This study showed that PFP contributions during the
larger events coincide with the peak in both discharge and water table, but that this was not
the case for the smaller events. King et al. [88] showed that SRP is the dominate fraction
of TP in year round (baseflow + events) sampling of tile drainage, while Vidon & Cuadra
[76] showed that the majority of TP exported through tile drains occurred as PP (TP-SRP)
due to surface-to-tile connectivity through PFP. Vidon & Cuadra [76] found median tile
SRP concentrations to be significantly higher during larger events as compared to smaller,
while median TP concentrations were greater but not always significant. TP and SRP
loading rates were correlated to mean tile discharge, however antecedent moisture did not
play a role with nutrient loading, which is likely because all events in this study occurred
during the spring of the same year. Also, median TP and SRP concentrations were
significantly correlated to the overall event total PFP contribution to tile drains, where SRP
export was dominated by matrix flow during smaller events and PFP during larger events.
Regardless of storm size increases and decreases in TP concentrations mirrored the
increase and decrease of flow rate throughout the event hydrograph.

Macrae et al. [89] showed tiles responded to rainfall without the occurrence of
surface runoff. When surface runoff did occur during events, simultaneous surface and tile
responses to rainfall inputs was observed. There was not a difference in P loading between
events when surface runoff occurred and did not occur along with tile drainage. With bi-
monthly sampling, Trentman et al. [90] showed that cover crops can reduce flow and SRP

concentrations in tile drains over a wide variety of rainfall and AMC. With a continuous
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dataset of over 40 tile drains, 7000 rainfall events and 190 site years, Hanrahan et al. [91]
used multiple linear regression (MLR) and average marginal effects (AME) to relate tile
discharge metrics (Q, SRP loading) to 29 explanatory variables from rainfall driven events.
This study highlighted the importance of P source and storm dynamics in modeling the
response variables. For example, the impact of event discharge on SRP loading was
reduced as event duration, intensity, and 7-day rainfall increased, while the already strong
impact of P sources on SRP loading was further increased as the three-rainfall metrics

increased.

1.4.3.2 P Source and Application
Osterholz et al. [30] removed 6 months of tile and surface discharge data post P

application to isolate legacy P transport, and concluded that legacy P losses through tile
drainage are source limited (concentrations vary as flow rate varies) as opposed to transport
limited (concentrations remain constant with variable flow rate). Plach et al. [92] showed
that P transport in tile drainage was more source limited than surface runoff which showed
transport limitation behavior. This study identified P application management to play a
larger role in mitigating agricultural pollution potential relative to the impacts of
hydrology. On clay loam soils, Wang et al. [7] showed that solid cattle manure (SCM) as
compared to liquid cattle manure (LCM) resulted in higher annual average flow weighted
mean concentrations (FWMC) of SRP in tile drainage. While SRP concentrations were
highest in the period soon after LCM application, SRP loading was not significantly
different between SCM and LCM application methods. This study showed TP and PP
losses under the SCM treatment were overall less in tile drainage relative to triple
superphosphate and LCM. The SCM treatment resulted in lower tile drainage volumes as

well, demonstrating how organic matter can improve soil water holding capacity,
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suggesting that improving soil structure played a role in reducing P concentrations and PFP
contributions to tile drains. Reducing P loss through PFP is also achieved by incorporating
manure with the bulk soil. Williams et al. [31] found that manure injection helped reduce
the interaction between recently applied P and ponded water, and this was the main factor
in reducing leachate SRP concentrations. Williams et al. [50] showed that tillage and the
destruction of PFP paths reduces the ability for recently applied P to be transmitted to tiles
via PFP. Christianson et al. [93] suggests that because PFP are not destroyed, no-till is
linked to significant increases in P losses to tile drainage. However, Lam et al. [94] studied
the year round implications of reduced tillage v.s. aggressive tillage and found no
difference in tile drain TP or SRP concentrations and loading. This study also showed that
P concentrations were higher during the rising limb of tile drain event hydrographs relative

to the falling limb and during baseflow periods.

1.4.3.3 P Export in Tile Drained Landscapes
There is not a consensus in the literature as to whether tile drains are a best

management practice for agricultural P loss. Jarvie et al. [95] found SRP loading within
the Lake Erie Watershed to have increased as the rate of tile drainage usage in the
watershed increased alongside. To the contrary, Klaiber [96] and Klaiber et al. [8] showed
that fields with and without tile drains in the LCB had similar TP export characteristics but
SRP export was higher in undrained fields. Madison et al. [54] showed that surface runoff
dominated tile drainage in TP export, but on some occasions tile drainage dominated SRP
export. Smith et al. [97] showed similar tile and surface runoff SRP and TP export rates.
Van Esbroeck et al. [98] also found that either surface or tile drainage may dominate annual

and seasonal field P export.
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1.5 Conclusions
While research suggests more data is needed to understand the role of tile drainage

on P transport, it is clear that because of PFP, manure P applied at the surface is easily
transported to tile drains and subsequently receiving waters. In the LCB, tile drain data
comes from New York and Quebec, and there is a clear need for tile drain data in VT [12].
Extremely fine texture clays in VT are likely prone to desiccation cracking and thus large,
active PFP. Also, manure injection is commonly used in VT and there is a lack of injection
v.S. broadcast studies in the LCB. Research from other areas show that manure injection
has potential to reduce P concentrations in surface runoff [99]-[103], however there is
evidence that legacy P plays more of a role in export than application method [104]. In
addition, it is still unclear if manure injection reduces concentrations in subsurface runoff

[105], [106].
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Chapter 2 Characterizing P Transport to Agricultural Tile Drains in Vermont

ABSTRACT

Tile drainage has been identified as a potential non-point source of phosphorus (P)
pollution and subsequent water quality issues. Three tile drained fields in Vermont were
monitored to characterize hydrology and P export. Fields were in corn silage and used
minimal tillage and cover cropping practices. Preferential flow path (PFP) activity was
explored by separating tile flow into flow pathway and source connectivity components
using two hydrograph separation techniques, electrical conductivity end member unmixing
and hydrograph recession analysis. Results show that the non-growing season has the
potential to dominate annual P loading, and peak P concentrations in tile drains occurred
during events following manure injection in the fall, as well as in the spring after the cover
crop was terminated. Tile drainage was the dominant P export pathway because of higher
total discharge. Drought conditions during this study limited surface runoff, and possibly
resulted in maximum PFP activity in the active clay soils. Intra-event analysis of rainfall
pulses showed that tile flow and P concentrations were higher because of higher intensity
pulses. This study highlights the impacts of current manure management, as well as the
potential for climate change to increase P transport to tile drains.
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2.1 Introduction
Reducing nutrient loss and subsequent water degradation is a challenge for

agriculture as we explore the boundaries of crop and livestock yields [1]. Phosphorus (P),
among other required nutrients, is applied to farmland to increase fertility; it is easily
transported from the soil to runoff and eventually surface waters, resulting in non-point
source P pollution [2]. Accumulated legacy P from long term application of P fertilizers
and manure increases the difficulty of managing agricultural runoff [3], [4]. Despite this,
dairy cropping systems continue to apply manure P since land application is the primary
economically viable method for its disposal [5]. In addition, in the face of climate change,
where rainfall has and is expected to continue to increase during the period leading up to
planting, tile drain installation has increased as a solution to concerns around spring field
accessibility and crop yields [6]-[8]. Tile drainage alters the hydrology and hydraulics that
control P transport during storm events, and in some instances is regarded as a best
management practice (BMP) for reducing P in agricultural runoff [9]-[12]. However, tile
drains installed on poorly drained soils consisting of fine textured clays that are prone to
desiccation cracking, usually embody preferential flow pathways (PFP) that permit rapid
movement of water, reducing resorption of P to the soil matrix [13]-[15]. Thus, tile
drainage in conjunction with current dairy cropping practices poses an increased risk to
water quality [16].

Increasing temporal and spatial contact between P and the soil matrix can result in
lower P concentrations in runoff [17]. This is achieved by tillage and fertilizer
incorporation, which also have the effect of disrupting PFP, thus reducing P loss to tile

drains [15], [18], [19]. However, mechanical action is known to reduce soil structure and
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aggregate stability that can increase sediment in runoff [20], which is easily transported to
tile drains via PFP [21]. P export dynamics are a function of season and antecedent
moisture, which allude to the biogeochemical process controlling P solubility and export
[22], [23]. While P concentrations in agricultural runoff correspond to P levels in the soil
[24], peak P loading occurs during rainfall and snowmelt events because hydrology is
usually the controlling factor of P export in agricultural watersheds [23].

Previous studies have used two different hydrograph separation methods for
estimating PFP to tile drains, and until recently the two have yet to be combined to clarify
matrix-PFP interactions and its impact on P transport [25]. The first method, hydrograph
recession analysis (HRA), separates matrix and PFP contributions into slow flow (SF) and
quick flow (QF), respectively, by examining the hydraulics of the system. Here, the soil
profile is assumed to drain via multiple reservoirs, thus PFP are separated from matrix
contributions based on groupings of pore sizes that drain at similar rates [26], [27]. The
second method, a mass balance or end member mixing analysis (EMMA), separates matrix
and PFP into old and new water, respectively, via a tracer that accumulates in infiltration
as contact with soil media increases. This method estimates matrix and PFP contributions
based on contact time with the bulk soil [19], [28]-[30]. By combining the two methods
into a four component hydrograph model, the mixing of infiltrating water between the
matrix and PFP can be assessed, thus improving estimates of P export to tile drains [25].

Tile drainage research in the U.S. Midwest provides a foundation for research in
the Northeast, where intensive dairy cropping agroecosystems are also prevalent [31]. In
the Lake Champlain Basin (LCB), 38% of P supplied to the lake has been attributed to

agriculture [32], and rainfall and climate trends suggest more extreme periods of wetness
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and drought [8]. Thus, this study aims to improve the understanding PFP and P transport
to tile drains to help adapt nutrient management decisions to the impacts of climate change.
Year-round monitoring of rainfall and tile discharge metrics were performed to 1)
characterize P transport from tile drains in Vermont (VT) and 2) assess the role of PFP and
rainfall dynamics on P transport. Effects of antecedent moisture condition (AMC),
seasonality, P application timing, and transport/source limitation behavior were explored
to characterize P transport dynamics [33]-[35]. A dataset of high temporal resolution
measurements of tile flow, tile P concentrations, and rainfall from an archetypal VT dairy
agroecosystem was used for this analysis. Also, the four component hydrograph separation
model proposed by Nazari et al. [25] was used to assess PFP activity, as well as matrix-
PFP interactions. A unique intra-event rainfall pulse analysis was performed using
temporal rainfall data, where it was hypothesized higher intensity rainfall pulses would

result in higher P concentrations in tile drains because of PFP activity.

2.2 Methods

2.2.1 Site Description
Tile drainage was measured year-round from intensive dairy forage production

fields, located within the LCB in western VT (Addison County). Three different tile
networks draining two separate field sites were monitored for this study. The first site is
drained by the tile network AHS and the second field site, DC, is drained by the two
separate networks of DC south (DCS) and DC north (DCN). The tile network at AHS was
installed in 2016 and both networks at DC were installed in 2018. Tile network drainage
areas were determined from installation maps provided by the installer; AHS is 14.16 ha,

DCS is 8.0 haand DCN is 4.85 ha. At both sites, tiles were installed to a depth of 1 meter
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and are spaced 7.62 m (25 ft) apart. Tile laterals at AHS are 101.6 mm (4 in) in diameter
and are connected to a 203.2 mm (8 in) tile main, and at DC the tile laterals are a diameter
of 101.6 mm and are connected to 152.4 mm (6 in) tile mains. The sites are 3.2 km apart
and the mean annual rainfall and temperature for the area is 94 cm and 7.8 degrees C,
respectively. Site soils were not identical but are dominated by fine-textured soils that are
prone to desiccation cracking. AHS is of the Vergennes clay soil series, while soils at DC
are dominated by the Covington and Panton silty clay series with a small vein of the
Swanton fine sandy loam series in the east/upper parts of the field [36].

Both sites were in corn silage production during the study period and since tile
installation occurred, yet AHS was in hay production prior to tile installation. Before tiles
were installed, the farmer had formed multiple broad swales extending across the entire
field that were sloped to the edges to improve surface drainage. This grading occurred at
DCS, and the southern portion of DCN, but not at AHS. These surface features remain, and
the broad swales drain to surface inlets that have individual outlets and are not linked to
the tile drainage network. During the study period and in the few years prior, both sites
received light chisel tillage prior to planting and dairy manure was injected after the corn
harvest (Table 2-1). In the fall of 2020, the farmer performed deep tillage along the field
topographic contours to effectively create surface roughness features (i.e., ‘water bars’)

throughout the field that would intercept surface runoff and promote infiltration.
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Table 2-1: Site management practices and timing. P.A.E. is P application equivalent. The
cover crop was terminated with glyphosate, where application rate was not
available. Thus, a standard application rate of 0.34 kg (0.75 Ibs) of glyphosate (acid
equivalent) per acre assumed. Nitrogen side dress was entirely urea ammonium
nitrate (UAN), and the cover crop was Winter Rye (Secale cereale).

AHS DC
PAE PA.E
Date Action (g/ha) | Date Action (g/ha)
10/6/18 Manure injected 152.435| 9/29/19  Cover crop planted
5/19/19 Pop-up 22.949 (110/12/19  Manure injected 152.435
Corn planted 4/27/20 Cover crop terminated 154
Starter 15.300 || 4/30/20 Light chisel till
Cover crop terminated 154 Pop-up 22,949
7/2/19  Nitrogen side dress Cormn planted
9/25/19 Corn harvested Starter 15.300
0/29/19  Cover crop planted 6/23/20  Nitrogen side dress
10/6/19 Manure mjected 152,435 9/12/2 Corn harvested
5/5/20 Light chisel tll 9/19/20  Cover crop planted
Pop-up 0/28/20 Manure injected 121,948
Corn planted 11/13/20 Subsoiled
Starter 15.300 || 4/15/21 Cover crop terminated 154
Cover crop terminated 154 || 5/21/21 Light chisel till
6/20/20  Nitrogen side dress 5/24/21 Pop-up 22,949
9/18/20 Corn harvested Corn planted
9/22/20  Cover crop planted Starter 15.300
10/6/20 Manure injected 121,948 6/20/21  Nitrogen side dress

2.2.2 Field Measurements
Tile flow and nutrient data were collected at AHS for the entirety of the 2019 and

2020 water years (WY) and for three events in the 2021 WY. At DC data were collected
for the entirety of the 2020 and 2021 WY and throughout October of the 2022 WY . Rainfall

was measured using both a tipping bucket rain gauge (Onset Computer Corp.) and a manual
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rain gauge at DC. Rainfall was estimated for the 2019 water year at AHS using NOAA
NOWData for the Burlington, VT area [37]. Tile flow was monitored at the edge of field
(EoF) where tile mains discharged. Flow from the tile outlet at AHS was directed into an
H-flume (1.5ft) and was measured using the flume along with a compound weir (Thel-Mar,
LLC) inserted into the pipe. Stage in the weir at the tile outlet was measured using a bubbler
flow module and converted to flow rate using rating curves. Below the flow capacity of the
weir of 10.7 L/s, the weir rating curve was used to determine flow. At or above this flow
rate, a relationship between the water pressure at the tile outlet and stage in the flume was
used to determine flow. Tile flow at both DCS and DCN was measured using in-line
electromagnetic flow meters (ModMag M1000, Badger Meter, Inc). The flow meters were
set back several meters from the tile main outlet and installed below ground. Manholes
were dug to access the tile main and the main was then cut and the flow meter placed at
the end of the new outlet. The end of the flow meter was allowed to drain freely into the
manhole, where a standpipe was installed on the inlet of the old tile outlet to control the
water level in the manhole. The electromagnetic flow meters required pipe-full conditions
during measurements, thus the outlet elevation using the standpipe was set just above the
top of the flow meter outlet.

Automatic water samplers (Teledyne ISCO-6712) were used to record stage or flow
at five-minute intervals at each tile outlet, as well as sample the discharging tile water. At
AHS samples were taken using an anchored intake just before the outlet and at DC the
sample tubing was anchored at the outlet of the flow meter. Samplers contained 24 1-liter
bottles and a two-part program was typically used; the first set of bottles were reserved for

composite baseflow sampling (part A) and the second set were reserved for discrete event
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flow sampling (part B). Baseflow sampling was time based and was disabled during events.
Event sampling was triggered based on rise in flow rate and event sampling followed time
and flow proportional bases to maximize resolution during peak flows. Flow- and time-
based pacing was determined based on prior observations of the network response and flow
characteristics, and time-based sampling in baseflow occurred every six hours. Minor
modifications to the automatic sampler programming occurred throughout the study period
to account for storm size, baseflow, etc. yet the general approach remained consistent.
Surface runoff was measured from distinct surface watersheds above the DCS and
DCN tile networks as part of a paired watershed study in the calibration phase occurring at
the DC site. Surface runoff was measured using automatic water samplers with methods
like those at the tiles except for the flow measurement device. At DCS surface runoff was
collected by a surface inlet set back several meters from the EoF and directed underground
through a 0.3 m (12 in) pipe to the EoF, where flow was measured using a bubbler module
to determine stage in a compound weir inserted into the pipe. At DCN surface runoff was
directed using wooden wing-walls into a 0.47 m (1.5 ft) H-flume located at the EoF where
a bubbler module was used to determine stage in the flume. At DCS water samples were
collected using an intake anchored in the outlet pipe and at DCN the intake was placed in

a plastic box anchored at the flume outlet.

2.2.3 Water Quality Analysis
Events were anticipated from the weather forecast, however a wireless modem was

used to communicate with the automatic samplers to remotely determine if event sampling
had occurred. Event samples were retrieved from sites and transported to the lab within 24
hours, and grab samples were returned to the lab the same day. Samples were analyzed at

the University of Vermont Agriculture and Environmental Testing Laboratory (UVM
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AETL) located in Burlington VT by standard methods for TP (SM 4500-P F: alkaline
persulfate digestion and flow injection analysis) and SRP. Sample splits for SRP were
filtered using a 0.45 um membrane filter and frozen until the analysis. Most event samples
in this study were turbid and thus centrifuged until they were non-turbid and then decanted
to ease with filtering. The P fraction of TP-SRP is equal to particulate P (PP) plus dissolved
unreactive P (DUP) where DUP is organic and PP smaller than the filter pore [38].
However for simplicity, herein it is assumed that TP-SRP is PP [21], [34], [39]. Runoff
sample and rainwater (collected from the manual rain gauge) EC was measured using a

benchtop EC meter (Amber Science, Inc.).

2.2.4 Analytical Methodology
Runoff event initiation points corresponded with the initial rise in tile flow, usually

from low- or no-flow conditions. Events during the dry season usually ended when tile
flow returned to zero, while events during the wet season usually had long recession limbs.
For these events the last visible inflection point on the recession limb was used to determine
the end of the event hydrograph [40]. Event volumes were calculated as the area under the
hydrograph, time to peak was calculated as the time between the start of the event and the
maximum flow rate for the event, runoff ratio (RR) was calculated as the ratio of total event
runoff depth to the total rainfall depth, and hydrograph response time was calculated as the
time difference between the start of rainfall and the initial hydrograph rise [30]. Event total
rainfall was determined as the rainfall in the 24 hours leading up to the event start time plus
rainfall during the event.

Chemographs were constructed by linearly interpolating between sample bottle
concentrations to achieve a concentration dataset for each event at the resolution of the

flow data (i.e. 5 minutes). Starting and ending concentrations were assumed to be entirely
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SRP and set to the average concentrations in baseflow samples at each site during the study
period. Loadographs were constructed by multiplying the continuous flow (i.e.
hydrograph) and nutrient concentration (i.e. chemograph) datasets. Event loads of TP, SRP,
and PP (TP-SRP) were determined by integrating the loadographs, and event flow weighted
mean concentrations (FWMC) were back-calculated by dividing the mass exports by the
total event volume. At AHS, for six relatively small to moderately sized events, insufficient
samples were obtained to calculate P export as described above. For these, an average P
concentration for the event was assumed based on the samples available and on
concentrations in other events temporally nearby. Also at AHS, for three large events,
equipment failure resulted in both incomplete hydrographs and incomplete TP samples.
For these, export was estimated from either another nearby monitored tile or from previous
storms of similar rainfall intensity. At DC, loadographs were constructed for events that
fell between 5/12/2020 and 7/21/2021, while compositing sampling was used outside of
this period [16]. At the DC site, P export during missed events was estimated using
regression relationships with nearby tiles. For all tiles, to simplify and because baseflow
sampling was intermittent, P loading from baseflow was set to a constant site-specific
value, and it was assumed this loading rate occurred every day there was tile flow but no

event hydrograph.

2.2.4.1 Four component hydrograph separation
Analysis of both flow pathway and source contribution is a novel approach to tile

drain data; this study closely follows the methods used in Nazari et al. [25] to combine the
two hydrograph separations into one model. The methods are presented in detail in that
study, and modifications to them are described here. First, their approach uses 30-minute

data while here we used 5-minute data, which maximized the resolution of the flow data
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due to significantly shorter recessions observed in this study. Our results suggested that
daily aggregated data of flow and P concentrations would result in under-estimating P
loading due to flashy tile hydrographs [37]. We also found that there was high
multicollinearity between flow components in the four-component hydrograph separation
model. Thus, we chose not to pursue the multiple linear regression analysis. We performed
the master recession curve (MRC) analysis in RC 4.0 using the matching strip method [41].
Results from the MRC analysis showed that QF:SF recession constant ratios were greater
than 3, thus suggesting that reservoir distinctions were valid (Supp. Table 3) [21], [25].
Concerning the individual event hydrograph separations, intermediate reservoirs [42], [43]
of tile hydrograph recessions in log-normal space were frequently observed, making it
difficult to isolate a single inflection point to represent the peak of SF [25]. Thus, to
separate QF and SF for each event, the recession constant of the shallowest of the observed
linear reservoirs was used as the slope of the linear increase in slow flow from the start of
the event. The intersection of this straight line with the recession of the actual hydrograph
represented the end of QF and the subsequent hydrograph was set to SF.

An additional modification from the Nazari et al. [25] methods were that continuous
EC data were not available in this study because EC was measured in discrete samples (i.e.,
individual event and baseflow bottles) [44]. Thus, only the events where baseflow EC was
available prior to the event were used in the source contribution analysis and thus four
component hydrograph separation. This was determined since rapid dilution of EC was
observed between baseflow samples and the event’s first discrete sample, even if event
sampling occurred prior to tile flow reaching 1.0 L/s. To perform the EMMA with the

discrete EC values, EC was linearly interpolated between sample values, and the value for
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baseflow EC prior to the event was used as starting and ending values for the tile signature
(i.e. new water = 0 at the start and end of event). In addition, rainwater EC was consistently
several orders of magnitude less than surface runoff and surface runoff was not available
for most events. Thus, the minimum value of surface runoff EC was used across all events
as the signature for new water. This assumption represents the minimum amount of mixing
of surface runoff with the layer of interaction [45], and is the most accurate signature of

the new water end member available in this study.

2.2.4.2 Rainfall pulse analysis
Observation of the hydrograph and rainfall data indicated that tile drains readily

and rapidly responded to rainfall pulses, thus, rainfall pulses were analyzed to better
understand how pulse intensity affects tile discharge metrics associated with the timing of
a rainfall pulse. Pulse data were determined from the temporal rainfall data from the tipping
bucket rain gauge. The tipping bucket rain gauge records the duration of time between
rainfall increments of 0.254 mm (0.01 in). The tipping bucket rain gauge data was
aggregated on an hourly basis by clock hour to obtain rainfall pulses. Consecutive 30-
minute pulses greater than zero were lumped together into a single pulse, and pulse metrics
of total volume, maximum intensity, and duration were calculated. The maximum pulse
intensity of the pulse group was set equal to the highest 30-minute intensity contained
within the group. The maximum intensity was compared to the quartiles of the period of
record of the 30-minute pulse data to assign levels to pulse group (herein ‘pulse’)
intensities. Pulse that fell below Q4 were assigned to ‘Low" and pulses above Q4 were set
to ‘High’. The response variable window for a rainfall pulse was the hour following the

start of a pulse group hour following the end of a pulse. The mean of the three P species
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loadographs, along with the maximum of the hydrograph, in the response variable window
were calculated as the response variables associated with the pulse.

A two-sample t-test was used to compare means from the two groups of pulse
intensities. This analysis was essentially an experiment where rainfall pulses are
treatments, and the response variables are tile mean P loading rates and maximum flow
rate in the time window post rainfall pulse. For the assumption of independence to be met
between replicates, we must assume that the P pool is inexhaustible, thus there is an equal
chance for the effect of pulse intensity to generate a given tile P concentration regardless
of how much was exported previously. This was not the case for events close to manure
application since data suggested old water contained high soluble P prior to events,
suggesting source limitation post manure application. Osterholz et al. [34] suggested
removing observations six months post P application to isolate the effects of legacy P on
tile drain concentrations. However here, because of the drought and frequent P
applications, very few events and rainfall pulses met this assumption. As a middle ground,
we removed pulses that occurred withing 100 days of manure application to minimize the

effect of source limitation P transport.

2.2.4.3 Statistical analysis
The Kendall’s rank correlation coefficient was used to determine the relationship

between event rainfall and tile discharge metrics and time series, namely day of hydrologic
year, number of days since manure injection, and number of days since P application,
which included manure injection, cover crop termination, and fertilizer application during
planting (Table 2-1) [33], [34]. Pearson correlations were used to correlate tile discharge
and rainfall metrics. Event rainfall metrics included total rainfall, which was determined as

the rainfall in the 24 hours leading up to the event plus the rain fall during the hydrograph,
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max hourly rainfall intensity, and 24-hour and 7-day and 30-day rainfall totals. Event tile
discharge metrics included P species loads and FWMC, total water discharge, peak flow
rate, response time, time to peak, and RR. The Kruskal-Wallis (KW) nonparametric test
was used to evaluate significant differences when data was not normally distributed. Factor
groups with significant KW p-values were compared using the Dunn test post-hoc analysis
to determine significant differences between individual levels [46]. Analysis was

performed using R software [47].

2.3 Results and Discussion

2.3.1 General Hydrology and P Transport
Rainfall was 108, 63, and 70 cm during the 2019, 2020. and 2021 WY, respectively.

Event rainfall metrics, namely total rainfall, maximum hourly rainfall intensity (MHRI),
and 24 hour and 7- and 30-day antecedent rainfall, were positively correlated to the day of
hydrologic year (Supp. Figure 1). For MHRI this is the expected result because of high
intensity summer thunderstorms, however, correlations were highly influenced by a very
wet July in the 2021 WY (Supp. Figure 1). An abnormally dry to moderate drought period
occurred from June 2020 to August 2021, and during this period, tile drains regularly
responded to rainfall without surface runoff occurring [48]. A lack of surface runoff was
also attributed to high surface roughness from subsoiling in the fall of 2020. Tile drainage
was the dominate P export pathway and results coincide with the notion that hydrology
dictates P transport in tile drained landscapes [23]. In fall 2020 there was no baseflow prior
to and after event hydrographs because of the drought, suggesting the entirety of the event
flows and P was transported to the tile via PFP. Also, runoff ratios for these events were

among the lowest and hydrograph response times were relatively high (above the
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interquartile range; Supp. Table 1), suggesting that a soil moisture deficit needed to be
overcome to allow PFP activity [49], [50]. TP and SRP FWMC in this study and elsewhere
in the LCB [13] were higher in surface runoff than in tile drainage, however event peak TP
concentrations in tile flow were found to exceed surface runoff TP FWMC on some
occasions. Findings in other cold climate regions have found that the majority of surface P
export occurs during the non-growing season because the majority of annual flow may
stem from snowmelt [51], [52]. Results in this study showed that snowmelt did not result
in higher surface runoff volumes relative to summer thunderstorms. Also, P concentrations
in surface runoff and tile drainage were higher in the summer than during the snowmelt
event, thus the non-growing season was not a significant P export period via surface runoff.
Most of the annual TP export through the tiles was during events flows, where larger events
generally exported more P (Supp. Table 1). In the 2019 and 2020 WY most of the annual
TP loading through the tiles was during the non-growing season, while in the 2021 WY TP
loading was similar between the growing and nongrowing seasons (Table 2-2). This stems
from the drought that limited the number of events during the growing season in WY 2020
and during the non-growing season in WY 2021. Despite this, average event volumes and

RR were still highest during the non-growing season across all sites and WY (Table 2-3)
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Table 2-2: Annual estimates of TP export for each water year (WY). Volume is mean event volume, RR is mean event runoff ratio, G

Is growing season, and NG is non-growing season.

2019 2020 2021
Baseflow Event Baseflow Event Baseflow Event
Site  Metric G NG G NG WY Total G NG G NG WYTotal G NG G NG WY Total

TPLoad 3.3 4.5 536.00 85230 1396.1>% 1.4 4.3 64.00 148440 1554.1°

AHS Volume 897 17.65 10.41

RR 0.53 0.60 0.51

TP.Load 6.7 21.2 64.00 3271.80 3363.7° 15.4 16.0 742.20 762.80 1536.49
DCN Volume 2,73 17.06 9.18  23.20

RR 0.09 0.94 0.35 0.59

TP.Load 1.6 5.1 21.00 131290 1340.6° 3.7 3.9 533.10 416.50 957.2f
DCS Volume 1.03 5.18 7.55  20.15

RR 0.03 0.26 0.29 0.41
Note:

Sampling errors resulted in the following number of missing events and load estimates:
? Growing: 1 event, 171 g/ha, Non-Growing: 4 events, 261 g/ha

® Growing: 3 events, 64 g/ha, Non-Growing: 7 events. 630 g/ha

¢ Non-Growing: 14 events, 2770 g/ha

d Growing: 1 event, 2 g/ha

® Non-Growing: 14 events, 555 g/ha

f Growing: 1 event. 3 g/ha

42



2.3.2 Tile Discharge and P Export Dynamics

2.3.2.1 Seasonal Differences
In the summer, event maximum rainfall intensity was the highest, and time to peak

flow rate and runoff ratios were significantly lower than the other seasons (Figure 2-1).
Event TP and SRP FWMC in tiles were not significantly different between the four
seasons, however SRP loads were significantly higher in the winter (Figure 2-1). King et
al. [53] found that while tile SRP FWMC were lowest in the winter, SRP loads were
significantly higher than summer and fall values. The winter represents a period when
legacy P acts as homogeneous source during events, i.e., more transport limited [34]. SRP
FWMC may be lower in winter because it’s the longest time since P application, and thus
legacy P is the main contributing P-source to concentrations in tile drains [34]. However,
since legacy P-mineral soil binding energies decrease due to wetter soils in winter, SRP

loading is higher [23].
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Figure 2-1: Boxplots of tile discharge and rainfall metrics for four hydrologic seasons (Fall: Oct-Dec, Winter: Jan-Mar, Spring: Apr-June, Summer:
July-Sep). Letters denote significant differences between seasons.
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The mean event tile drain RR was 44%; AHS and DCN had mean RR of 55% and
54%, while DCS had a mean of 26% (Supp. Table 2). There were 5 events where RR were
greater than one, all of which corresponded to fall rain-on-snow events. Mean RR at DCN
during the NG season of the 2020 WY was 94% (Table 2-2) suggesting that shallow ground
water was significantly augmenting event flows at this site during this period. At the field
scale with extremely fine textured clay soils, relatively short response times to rainfall and
flashy hydrographs are usually attributed to PFP [21], [30]. Because during the NG season
soils are wetter and closer to field capacity, clay soils would be expected to swell and thus
the PFP network would decrease [54]. However, results here suggest that PFP were highly
active regardless of antecedent soil moisture [25], [29]. High PFP transport to tiles in this
study could be a function of the recent tile installations (2016 at AHS and 2018 at DC).
Tiles backfilled incorrectly or backfilled during a drought period when soils are dry and
blocky may result in large PFP that exist directly over tile laterals, which may not diminish

until years of freeze-thaw cycles help settle the backfill material [63].

2.3.2.2 P Export Relative to P Application Periods
Days since P application was the better predictor of event TP and SRP loads, peak

sample concentrations, and FWMC, as opposed to days since manure application (Supp.
Figure 2). However, P concentrations in event samples and event FWMC were highest post
manure injection. There were four manure injection periods observed during this study,
namely the autumns of each year. There was moderate and severe drought pre-manure
injection in the falls of the 2019 and 2021 WY, respectively, while conditions pre-injection
in the 2020 and 2022 WY were abnormally dry and normal, respectively. In the falls of the
drier years, event TP export through tiles was relatively low because of small FWMC (<

1000 ugP/L) and small event discharges in 2019 and 2021 WY, respectively. In the falls of
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the wetter years, event FWMC remained elevated throughout the fall (>1000 ug P/L),
where in the 2020 WY the result was that fall events contributed to most of the annual P
export. P concentrations in tiles were also elevated following the P application periods later
in the WY, namely post cover crop termination and during planting. In the 2019, 2020, and
2021 WY P concentrations in event samples post cover crop termination were elevated
relative to events prior. As the glyphosate-P application rates were relatively small (Table
2-1), this suggests that the cover crop could have been the contributing P-source during
this period, which can occur during the spring thaw if their cells lyse over winter [55]. The
2019 WY was the only year that had events post planting and subsequent fertilizer
application and showed P concentrations spiking slightly higher than post cover crop

termination.

2.3.2.3 P Concentrations in Tiles During Events
There were 840 tile event samples analyzed for TP, and 467 were also analyzed for

SRP. Overall, while linear trends were significant for TP, flow rate explained little of the
variation in P concentrations during events (R? = 0.05). This agrees with others who have
concluded that flow rate poorly predicts P concentrations in tile drains due to high
variability at low flow rates [25], [44]. In this study, high TP and SRP concentrations at
low flows corresponded to the initial samples during the hydrograph during events post P
application. When removing samples that occurred within the first hour of the event, the
relationship between SRP concentrations and flow rate was significant, and when removing

samples in the first 10 hours, linear trends drastically improved (Figure 2-2).
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Figure 2-2: Event TP and SRP concentrations as a function of tile flow rate. Regressions
were performed after removing the points in green, i.e., samples taken within the
first 10 hours of events.

Post manure injection, the highest event P concentrations in tiles corresponded to
the initial hydrograph response, while in the spring and summer, the highest event sample
concentrations corresponded to the highest flow rates (Supp. Figure 3). While this suggests
P transport was source limited post manure injection, and transport limitation post fertilizer
application, events during the fall also showed transport limitation behavior apart from the
samples corresponding to the initial hydrograph rise. These samples, which likely represent

manure transport to the tile line because of PFP, corresponded to periods when soils were
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wetter. For example, the event on 12/25/2020 at DCN, where there was snow on the field
prior, resulted in a RR > 1 and soils were likely saturated prior to the hydrograph response.
Under this condition, peak event TP and SRP concentrations were 3-4 times higher than
the peak concentrations on 12/01/2020, when soils were still dry (no baseflow). The dry
conditions likely prohibited full saturation of the soils throughout the event because most
of the flow was transported to the tile via PFP, bypassing the matrix, thus P export was
transport limited. This can be seen in Supp. Figure 3, where the chemograph for the
12/01/2020 event at DCN resembles that of the spring and summer events. The more
saturated soil matrix on 12/25/2020 would have permitted matrix-PFP interactions, where
P-laden pre-event water was quickly transported to the tile, as seen by the event P peak

concentration coinciding with the initial tile response (Supp. Figure 3).

2.3.3 Flow Pathway and Source Connectivity

2.3.3.1 QF, SF, New and Old Water Metrics
Differences in the timing of the two hydrographs separations suggests that flow

pathways were not equivalent to source contribution [25]. On average, the peak of old
water occurred over 20 hours prior to SF (Table 2-4). Also, the timing of peak QF
contributions occurred over one hour prior to peak contributions from new water, however
there were five events at DCS and ten events at DCN where QF and new water timing was
equivalent (Supp. Table 4). QF and new water, as well as SF and old water had different
cumulative volumes, further supporting the notion that flow pathways are not equivalent
to source contribution in tile drained landscapes [25]. Mean flow contributions of QF and
new water were 78% and 48% of total event tile flow, respectively (Table 2-3). Peak flow
contributions of QF and new water were 96% and 80%, respectively. While Nazari et al.

[25] reported lower peak flow contributions for QF (and similarly for new water) than in
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this study, mean new water (and QF) contributions were similar to the Nazari et al. [25]
study and others also using EC-EMMA hydrograph separations [30], [56]. Also, we
observed similar but slightly lower mean RR across all sites as compared to Nazari et al.
[25], who’s study site was twice the size of DCS. Here, total, QF, and new water RR were
consistently higher at DCN, the smaller of the two DC fields, suggesting field size and thus
tile drainage area may have less of an impact on event volumes and pathway/source
contributions. Differences between RR may be explained by the fact that DCN has a greater
topographic relief than DCS. Surface ponding at the DCN site will have a higher chance
of finding the soil cracks because it is sloped, and in addition, the deep tillage may have

resulted in substantially more PFP, which led to more QF and new water at DCN.
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Table 2-3: Summary stats for tile flow metrics, fraction of total flow (FTF), and time to
peak (TTP) for total tile event flow and hydrograph separation components of flow
pathway (QF, SF), source connectivity (new, old), and the four-component model.

Flow Metric FTF TTP
(N=26) (N=26) (N=26)
Flow Volume (mom)
Mean (S0 15.3 (12.7) NA (MNA) 12.7 (13.1)
Median [Min, Max] 13.0[1.23, 55.0] MNA[NA, NA] 9.17 [0.920, 49.6]
Missing 0(0%) 26 (100%) 0 (0%)
QF
Mean (50 12.1 (8.91) 0.783 (0.115) 11.8(11.3)

Median [Min, Max]
SF

Mean (50

Median [Min, Max]
New

Mean (500

Median [Min, Max]
Old

Mean (500

Median [Min, Max]
QF old

Mean (S0

Median [Min, Max]
OF new

Mean (5D

Median [Min, Max]
SF old

Mean (5D

Median [Min, Max]
SF new

Mean (50

Median [Min, Max]

11.0 [0.870, 40.3]

3.20 (3.25)
2.39 [0.140, 14.7]

8.89 (9.57)
6.66 [0.330, 41.3]

6.37 (3.88)
£.49 [0.900, 13.8]

3.76 (2.31)
3.57 [0.500, 8.80]

8.31 (8.57)
6.53 [0.320, 35.8]

2.62 (2.26)
2.20 [0.140, 9.27]

0.583 (1.15)
0.175 [0, 5.48]

0.805 [0.506, 0.961]

0.216 (0.115)
0.194 [0.0393, 0.493]

0.485 (0.191)
0.539 [0.102, 0.804]

0.514 (0.191)
0.461 [0.197, 0.897]

0.325 (0.152)
0.299 [0.0375, 0.683]

0.459 (0.171)
0.509 [0.0969, 0.726]

0.190 (0.110)
0.168 [0.0393, 0.488]

0.0267 (0.0395)
0.0131 [0, 0.176]

9.17 [0.920, 49.6]

32.7 (19.8)
28.5[10.0, 84.3]

13.0 (13.3)
9.29 [1.33, 52.8]

11.3(9.39)
B.50 [0.830, 32.3]

11.3 (9.38)
B.46 [0.830, 32.3]

13.0 (13.3)
9.29 [1.33, 52.8]

30.2 (16.5)
25.4 [9.58, 62.5]

27.4(23.2)
25310, 84.3]

2.3.3.2 Four component hydrograph separation

Correlation analysis suggests that QF, new water, and QFnew Were the

superior predictors of event P loads (Supp Table 5). On average, QFnew represented a high
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proportion of total flow (46%), and peak contributions were as follows: 73% for QFnew,
68% for QFoid, 49% for SFoiq, and 18% for SFnew (Table 2-4). Nazari et al. [25] found lower
peak contributions from QFnew (66%), yet higher peak contributions from SFnew (33%) and
from SFoiq (98%). This could be because of the differences in data collection and analysis
methods, as well as differences in soils, tillage, and slope. For example, conservation tillage
was employed in the Nazari et al. [25] study while here deep tillage (i.e. subsoiling) was
performed to promote infiltration. While QFnew had higher mean volumes, QFod Volumes
were equal to or exceeded that of QFnew for eight of the smaller 28 events in the analysis
(Supp. Table 4). We observed similar correlations between QFoiq and QFnew Volumes (r =
0.49) as in the Nazari et al. [25] study (r = 0.40), who also found that only the smaller
events had QFoqd volumes exceeding QFnew (3 of 27 events). An example of QFod
dominating the entirety of event flow here was during back-to-back events of July 2 and
July 3 of 2021. For the duration of a multi-peak event on 07/02/2021 QFnew remained higher
than QFoia. The event the following day, which occurred on saturated soils, QFoiq remained
higher than QFnew. This suggests that in back-to-back events AMC can have an impact on
matrix-PFP mixing, however 7-day or even 24-hour rainfall was not found to have any
significant positive effect on or trend with total tile flow, QFnew, and QFoid Volumes
throughout the entirety of the study (Supp. Table 5). While higher AMC corresponds to
wetter macropore walls and the potential for increased transport of water from the matrix
into PFP [19], [57], results here suggest that soils needed to be near field capacity for this

to take effect at these sites.
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We found negative correlations between 7-day rainfall and QFnew and SFnew, and
between maximum rainfall intensity and QFnew, SFoid, and SFnew (Supp. Table 5). Also, we
observed positive correlations between time to peak and the volumes for each of the four
components except for QFod. Since QFog time to peak was correlated to the overall
hydrograph time to peak, it is expected QFoiq Volumes would be as well. Here and in Nazari
et al. [25] the finding is that AMC and event rainfall are not good predictors of QFoiq and
the other three hydrograph components volumes. While QFoiq was the only component not
correlated to above mentioned rainfall metrics, and had the lowest coefficient of variation,
this suggests that this pathway is controlled by different mechanisms relative to the other
three components.

The peak of SFnew Occurred at an average time of 27.4 hours into the event, which
is slightly quicker that in Nazari et al. [25]. Nazari et al. [25] found a negative relationship
between the timing of SFnew and 10 day rainfall, while here we found a semi-strong
negative relationship between SFnew with 24 hour rainfall, and very strong negative
relationship with maximum rainfall intensity (Supp. Table 5). Saturated flow through the
matrix of clay soils is calculated to reach tile drains (at a depth of 1 m) on the order of a

week, suggesting that a portion of event water is transported into the matrix at deeper
horizons through PFP; this is what the SFpey pathway represents [25], [30]. PFP supply

event water to deep portions of the soil matrix, i.e., PFP feed the SFnew hydrograph
component, thus PFP may have an important role in ground water recharge [25]. Frequent
recharge of ground water via PFP suggests P from the surface could be transported and

accumulate as legacy P in much deeper soil horizons [58].
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2.3.3 Rainfall Pulse Analysis
Tile discharge metrics associated with rainfall pulses were compared using non-

parametric comparison of means, and there was an uneven, yet similar, number of pulses
identified (Supp. Table 6). P loading rates in the tiles during periods associated with high
intensity rainfall were significantly greater than during periods associated with low
intensity rainfall (Figure 2-3). Also, high intensity rainfall pulses resulted in significantly
higher flow rates as compared to the lower intense rainfall pulses. Others have found
relationships between rainfall metrics and P concentrations and loading in tile drains at the
inter-event scale, however this is the first known study to examine these relationships at
the intra-event scale. Vidon and Cuadra [45] found that P concentrations were more
variable during larger rainfall events as compared to smaller, where we found similar

results with higher variation associated with higher pulse intensities.
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Figure 2-3: Boxplots showing difference between pulse and tile flow and P metrics for high
and low intensity pulses.

Most of TP was exported as PP through tiles throughout the year, suggesting PFP
were the dominate P export pathway to tile drains. Further, because the clay soils in this
region (Covington and Panton soil series) are dispersive (i.e. easily dislodged by rainfall
and suspended in surface runoff) and thus highly erodible, legacy PP (i.e., P sorbed to
eroded sediment) is easily exported through PFP to the tiles. The rainfall pulse analysis
shows this was case, however because of the drought during this study period, as well as
the recent tile installations, the PFP network at these fields possibly represented a
maximum condition. As time proceeds, the PFP network may diminish, resulting in less

rapid infiltration and possibly different rainfall-driven P transport dynamics. This may also
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shift the P export dynamic between the surface and subsurface, where the surface may have
higher runoff volumes and thus P export since less water is being channeled to the tiles via
PFP. Nevertheless, climate change is expected to continue to increase the intensity of both
drought and rainfall events in the LCB [8], and results here suggest this has implications
for tile drain P transport. In the LCB, P in the lake bottom sediment is easily mobilized to
the overlying water column, thus P exported at any time throughout the year may contribute
to cyanobacteria blooms [59]. Legacy P will continue to be a challenge for this region,
which persists in the water course, acting as a source of P even after BMP reduce P export

from agricultural fields [4].

2.4 Conclusions
P concentrations in tile drains and surface runoff were well above the threshold for

eutrophication throughout the year. Tile drains were the dominate P export pathway, and
results agree with the notion that annual P export from tile drainage has the potential to be
the greatest during the non-growing season, since it is the time of year with the highest tile
discharge [23]. Spikes in tile P concentrations during events coincided with periods of P
influxes, namely manure injection, herbicide application/cover crop termination, and
planting/fertilizer application. Near the end of the growing season, soil P levels were in the
low-optimal range (6 mg/kg Modified Morgans). Despite this being relatively low for
agricultural fields that are considered hot-spots for legacy-P export [24], [34], [60], here,
annual tile drain P loading was still relatively high for the LCB [10], [61].

We performed the four component hydrograph proposed by Nazari et al. [25],

which is a simple and more accurate representation of PFP activity because it includes a
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hydrograph component for matrix-PFP interactions. EC-EMMA was performed using
discrete sample bottles, and dilution patterns showed QFoig exceeding QFnew during periods
of very high AMC. QFoi4, which represents the matrix-PFP mixing pathway, contributed
to tile drains year-round and under a range of AMC. This pathway may coincide with
higher SRP in tile drains; however, we were not able to confirm that here. Nazari et al. [25]
found that including the four component hydrograph separation improved the prediction of
SRP concentrations, suggesting matrix-PFP mixing is an important indicator of SRP in tile
drains. Thus, the four-component hydrograph separation in this study could be valuable for
validating field scale-P export models like the VT P-Index [62].

Manure injection has the potential for very high P concentrations in tile drains,
however AMC and timing of injection could reduce P export. Future work should include
more event data to be able to quantify the differences between events following manure
injection on wet and dry soils, as well as if manure injection is an improvement over surface
application for subsurface P export [17], [63]. Also, while subsoiling likely reduced surface
runoff, it is still unknow the effect it had on tile P export. The intra-event rainfall analysis
showed P concentrations were higher in tile drains following higher intensity rainfall
pulses, yet more data is needed to confirm this phenomenon as climate change is expected

to have an impact on both AMC and rainfall characteristics.

2.5 References

[1] A. N. Sharpley, “Agriculture, Nutrient Management and Water Quality,” in
Reference Module in Life Sciences, Elsevier, 2018. doi: 10.1016/B978-0-12-
809633-8.20758-9.

56



[2]

[3]

[4]

[5]

[6]
[7]
[8]

[9]
[10]

[11]

[12]

[13]

[14]

[15]

R. J. Simpson et al., “Strategies and agronomic interventions to improve the
phosphorus-use efficiency of farming systems,” Plant Soil, vol. 349, no. 1-2, pp.
89-120, Dec. 2011, doi: 10.1007/s11104-011-0880-1.

P. A. Vadas, N. M. Fiorellino, F. J. Coale, R. Kratochvil, A. S. Mulkey, and J. M.
McGrath, “Estimating Legacy Soil Phosphorus Impacts on Phosphorus Loss in the
Chesapeake Bay Watershed,” J. Environ. Qual., vol. 47, no. 3, pp. 480-486, May
2018, doi: 10.2134/jeq2017.12.0481.

A. Sharpley, H. P. Jarvie, A. Buda, L. May, B. Spears, and P. Kleinman,
“Phosphorus Legacy: Overcoming the Effects of Past Management Practices to
Mitigate Future Water Quality Impairment,” J. Environ. Qual., vol. 42, no. 5, pp.
1308-1326, Sep. 2013, doi: 10.2134/jeq2013.03.0098.

A. N. Sharpley, S. C. Chapra, R. Wedepohl, J. T. Sims, T. C. Daniel, and K. R.
Reddy, “Managing Agricultural Phosphorus for Protection of Surface Waters: Issues
and Options,” J. Environ. Qual., vol. 23, no. 3, pp. 437-451, May 1994, doi:
10.2134/jeq1994.00472425002300030006X.

T. Batey, “Soil compaction and soil management —a review,” Soil Use Manag., vol.
25, no. 4, pp. 335-345, Dec. 2009, doi: 10.1111/].1475-2743.2009.00236.X.

J. Moore, “Literature Review: Tile Drainage and Phosphorus Losses from
Agricultural Land,” Stone, Environmental, Technical Report 83, 2016.

D. W. Wolfe et al., “Unique challenges and opportunities for northeastern US crop
production in a changing climate,” Clim. Change, vol. 146, no. 1-2, pp. 231-245,
Jan. 2018, doi: 10.1007/s10584-017-2109-7.

L. B. Klaiber, “Edge-Of-Field Water And Phosphorus Losses In Surface And
Subsurface Agricultural Runoff,” University of Vermont, 2016.

L. B. Klaiber, S. R. Kramer, and E. O. Young, “Impacts of Tile Drainage on
Phosphorus Losses from Edge-of-Field Plots in the Lake Champlain Basin of New
York,” Water, vol. 12, no. 2, p. 328, Jan. 2020, doi: 10.3390/w12020328.

A. M. Madison et al., “Characterizing phosphorus dynamics in tile-drained
agricultural fields of eastern Wisconsin,” J. Hydrol., vol. 519, pp. 892-901, Nov.
2014, doi: 10.1016/j.jhydrol.2014.08.016.

V. Kokulan, M. L. Macrae, G. A. Ali, D. A. Lobb, M. Morison, and B. C. Brooks,
“Temporal variability in water and nutrient movement through vertisols into
agricultural tile drains in the northern Great Plains,” J. Soil Water Conserv., vol. 76,
no. 4, pp. 317-328, 2021, doi: 10.2489/jswc.2021.00099.

K. Beven and P. Germann, “Macropores and water flow in soils,” Water Resour.
Res., vol. 18, no. 5, pp. 1311-1325, Oct. 1982, doi: 10.1029/WR018i005p01311.
K. Beven and P. Germann, “Macropores and water flow in soils revisited:
REVIEW,” Water Resour. Res., vol. 49, no. 6, pp. 3071-3092, Jun. 2013, doi:
10.1002/wrcr.20156.

L. D. Geohring, O. V. McHugh, M. T. Walter, T. S. Steenhuis, M. S. Akhtar, and
M. F. Walter, “PHOSPHORUS TRANSPORT INTO SUBSURFACE DRAINS BY
MACROPORES AFTER MANURE APPLICATIONS: IMPLICATIONS FOR
BEST MANURE MANAGEMENT PRACTICES:,” Soil Sci., vol. 166, no. 12, pp.
896-909, Dec. 2001, doi: 10.1097/00010694-200112000-00004.

57



[16]

[17]

[18]

[19]

[20]

[21]

[22]

[23]

[24]

[25]

[26]

[27]

[28]

C. R. Twombly, J. W. Faulkner, and S. E. Hurley, “The effects of soil aeration prior
to dairy manure application on edge-of-field hydrology and nutrient fluxes in cold
climate hayland agroecosystems,” J. Soil Water Conserv., vol. 76, no. 1, pp. 1-13,
2021, doi: 10.2489/jswc.2021.00158.

E. Jahanzad, L. S. Saporito, H. D. Karsten, and P. J. A. Kleinman, “Varying
Influence of Dairy Manure Injection on Phosphorus Loss in Runoff over Four
Years,” J. Environ. Qual., vol. 48, no. 2, pp. 450-458, Mar. 2019, doi:
10.2134/jeq2018.05.0206.

J. D. Gaynor and W. L. Findlay, “Soil and Phosphorus Loss from Conservation and
Conventional Tillage in Corn Production,” J. Environ. Qual., vol. 24, no. 4, pp. 734—
741, Jul. 1995, doi: 10.2134/jeq1995.00472425002400040026Xx.

M. R. Williams, K. W. King, W. Ford, A. R. Buda, and C. D. Kennedy, “Effect of
tillage on macropore flow and phosphorus transport to tile drains: TILLAGE,
MACROPORE FLOW, AND PHOSPHORUS,” Water Resour. Res., vol. 52, no. 4,
pp. 2868-2882, Apr. 2016, doi: 10.1002/2015WR017650.

H. A. Torbert, K. N. Potter, and J. E. Morrison Jr., “Management Effects on Nitrogen
and Phosphorus Losses in Runoff on Expansive Clay Soils,” Trans. ASAE, vol. 39,
no. 1, pp. 161-166, 1996, doi: 10.13031/2013.27494.

S. Nazari, W. 1. Ford, and K. W. King, “Impacts of preferential flow and
agroecosystem management on subsurface particulate phosphorus loadings in tile-
drained landscapes,” J. Environ. Qual., vol. 49, no. 5, pp. 1370-1383, Sep. 2020,
doi: 10.1002/jeq2.20116.

R. M. Dils and A. L. Heathwaite, “The controversial role of tile drainage in
phosphorus export from agricultural land,” Water Sci. Technol., vol. 39, no. 12, pp.
55-61, 1999, doi: 10.1016/S0273-1223(99)00318-2.

K. W. King et al., “Phosphorus Transport in Agricultural Subsurface Drainage: A
Review,” J. Environ. Qual., vol. 44, no. 2, pp. 467-485, Mar. 2015, doi:
10.2134/jeq2014.04.0163.

A. N. Sharpley, “Dependence of Runoff Phosphorus on Extractable Soil
Phosphorus,” J. Environ. Qual., vol. 24, no. 5, pp. 920-926, Sep. 1995, doi:
10.2134/jeq1995.00472425002400050020x.

S. Nazari, W. 1. Ford, and K. W. King, “Quantifying hydrologic pathway and source
connectivity dynamics in tile drainage: Implications for phosphorus concentrations,”
Vadose Zone J., Aug. 2021, doi: 10.1002/vzj2.20154.

F. Fiorillo, “The Recession of Spring Hydrographs, Focused on Karst Aquifers,”
Water Resour. Manag., vol. 28, no. 7, pp. 1781-1805, May 2014, doi:
10.1007/s11269-014-0597-z.

K. E. Schilling and C. S. Jones, “Hydrograph separation of subsurface tile
discharge,” Environ. Monit. Assess., vol. 191, no. 4, p. 231, Apr. 2019, doi:
10.1007/s10661-019-7377-4.

A. Amado, K. E. Schilling, C. S. Jones, N. Thomas, and L. J. Weber, “Estimation of
tile drainage contribution to streamflow and nutrient loads at the watershed scale
based on continuously monitored data,” Environ. Monit. Assess., vol. 189, no. 9, p.
426, Sep. 2017, doi: 10.1007/s10661-017-6139-4.

58



[29]

[30]

[31]

[32]

[33]

[34]

[35]

[36]

[37]

[38]

[39]

[40]
[41]

[42]

[43]

E. A. Smith and P. D. Capel, “Specific Conductance as a Tracer of Preferential Flow
in a Subsurface-Drained Field,” Vadose Zone J., vol. 17, no. 1, p. 170206, 2018, doi:
10.2136/vzj2017.11.0206.

P. Vidon and P. E. Cuadra, “Impact of precipitation characteristics on soil hydrology
in tile-drained landscapes,” Hydrol. Process., vol. 24, no. 13, pp. 1821-1833, Mar.
2010, doi: 10.1002/hyp.7627.

A. Willard, K. Harris, E. Kahler, J. Claro, S. Danly, and B. Warren, “Vermont
Agriculture and Food System Plan: 2020,” p. 110, Jan. 2020.

“Phosphorus  Sources - Lake Champlain Basin Program,” 2021.
https://www.lcbp.org/our-goals/clean-water/nutrients-and-
cyanobacteria/phosphorus-sources/ (accessed May 21, 2021).

B. R. Hanrahan, K. W. King, and M. R. Williams, “Controls on subsurface nitrate
and dissolved reactive phosphorus losses from agricultural fields during
precipitation-driven events,” Sci. Total Environ., vol. 754, p. 142047, Feb. 2021,
doi: 10.1016/j.scitotenv.2020.142047.

W. R. Osterholz, B. R. Hanrahan, and K. W. King, “Legacy phosphorus
concentration—discharge relationships in surface runoff and tile drainage from Ohio
crop fields,” J. Environ. Qual., vol. 49, no. 3, pp. 675-687, May 2020, doi:
10.1002/jeq2.20070.

M. R. Williams, K. W. King, D. B. Baker, L. T. Johnson, D. R. Smith, and N. R.
Fausey, “Hydrologic and biogeochemical controls on phosphorus export from
Western Lake Erie tributaries,” J. Gt. Lakes Res., vol. 42, no. 6, pp. 1403-1411, Dec.
2016, doi: 10.1016/j.jglr.2016.09.009.

Soil Survey Staff, “Web Soil Survey,” United States Department of Agriculture,
Natrual Resources Conservation Service.

N. US Department of Commerce, “NOWData.”
https://www.weather.gov/climateservices/nowdatafaq (accessed Nov. 17, 2021).

G. M. Pierzynski, Methods of phosphorus analysis for soils, sediments, residuals,
and waters, 2nd ed. North Carolina: North Carolina State University, 20009.
Accessed: May 29, 2021. [Online]. Available:
http://www.soil.ncsu.edu/seral7/publications/seral7-2/abstract.htm

M. R. Williams, S. J. Livingston, C. J. Penn, D. R. Smith, K. W. King, and C. Huang,
“Controls of event-based nutrient transport within nested headwater agricultural
watersheds of the western Lake Erie basin,” J. Hydrol., vol. 559, pp. 749-761, Apr.
2018, doi: 10.1016/j.jhydrol.2018.02.079.

S. L. Dingman, Physical hydrology, 3. ed. Long Grove, Ill: Waveland Press, 2015.
M. Gregor and P. Malik, HydroOffice.  [Online].  Available:
http://hydrooffice.org/Files/lUM%20RC.pdf

A. Husic et al., “Inland impacts of atmospheric river and tropical cyclone extremes
on nitrate transport and stable isotope measurements,” Environ. Earth Sci., vol. 78,
no. 1, p. 36, Jan. 2019, doi: 10.1007/s12665-018-8018-x.

K. E. Schilling and M. Helmers, “Tile drainage as karst: Conduit flow and diffuse
flow in a tile-drained watershed,” J. Hydrol., vol. 349, no. 34, pp. 291-301, Feb.
2008, doi: 10.1016/j.jhydrol.2007.11.014.

59



[44]

[45]

[46]

[47]

[48]

[49]

[50]

[51]

[52]

[53]

[54]

[55]

[56]

[57]

P. Vidon and P. E. Cuadra, “Phosphorus dynamics in tile-drain flow during storms
in the US Midwest,” Agric. Water Manag., vol. 98, no. 4, pp. 532-540, Feb. 2011,
doi: 10.1016/j.agwat.2010.09.010.

A. N. Sharpley, “Depth of Surface Soil-runoff Interaction as Affected by Rainfall,
Soil Slope, and Management,” Soil Sci. Soc. Am. J., vol. 49, no. 4, pp. 1010-1015,
Jul. 1985, doi: 10.2136/sssaj1985.03615995004900040044x.

S. S. Mangiafico, “An R Companion for the Handbook of Biological Statistics
version 1.3.3.” 2015. [Online]. Available:
rcompanion.org/documents/RCompanionBioStatistics.pdf

R Core Team, R: A language and environment for statistical computing. Vienna,
Austria, 2021. [Online]. Available: https://www.R-project.org/

M. L. Macrae et al., “Evaluating Hydrologic Response in Tile-Drained Landscapes:
Implications for Phosphorus Transport,” J. Environ. Qual., vol. 48, no. 5, pp. 1347—
1355, Sep. 2019, doi: 10.2134/jeq2019.02.0060.

P. Vidon, L. E. Hubbard, and E. Soyeux, “Seasonal solute dynamics across land uses
during storms in glaciated landscape of the US Midwest,” J. Hydrol., vol. 376, no.
1-2, pp. 3447, Sep. 2009, doi: 10.1016/j.jhydrol.2009.07.013.

M. R. Williams, S. J. Livingston, G. C. Heathman, and S. J. McAfee, “Thresholds
for run-off generation in a drained closed depression,” Hydrol. Process., vol. 33, no.
18, pp. 2408-2421, Aug. 2019, doi: 10.1002/hyp.13477.

C. J. Van Esbroeck, M. L. Macrae, R. I. Brunke, and K. McKague, “Annual and
seasonal phosphorus export in surface runoff and tile drainage from agricultural
fields with cold temperate climates,” J. Gt. Lakes Res., vol. 42, no. 6, pp. 1271-
1280, Dec. 2016, doi: 10.1016/j.jglr.2015.12.014.

K. H. D. Tiessen, J. A. Elliott, J. Yarotski, D. A. Lobb, D. N. Flaten, and N. E.
Glozier, “Conventional and Conservation Tillage: Influence on Seasonal Runoff,
Sediment, and Nutrient Losses in the Canadian Prairies,” J. Environ. Qual., vol. 39,
no. 3, pp. 964-980, May 2010, doi: 10.2134/jeq2009.02109.

K. W. King, M. R. Williams, and N. R. Fausey, “Contributions of Systematic Tile
Drainage to Watershed-Scale Phosphorus Transport,” J. Environ. Qual., vol. 44, no.
2, pp. 486-494, Mar. 2015, doi: 10.2134/jeq2014.04.0149.

C. Chen, R. J. Roseberg, and J. S. Selker, “Using microsprinkler irrigation to reduce
leaching in a shrink/swell clay soil,” Agric. Water Manag., vol. 54, no. 2, pp. 159—
171, Mar. 2002, doi: 10.1016/S0378-3774(01)00150-0.

A. F. Ogaard, “Freezing and thawing effects on phosphorus release from grass and
cover crop species,” Acta Agric. Scand. Sect. B — Soil Plant Sci., vol. 65, no. 6, pp.
529-536, Aug. 2015, doi: 10.1080/09064710.2015.1030444.

W. W. Stone and J. T. Wilson, “Preferential Flow Estimates to an Agricultural Tile
Drain with Implications for Glyphosate Transport,” J. Environ. Qual., vol. 35, no.
5, pp. 1825-1835, Sep. 2006, doi: 10.2134/jeq2006.0068.

K. N. Grant, M. L. Macrae, and G. A. Ali, “Differences in preferential flow with
antecedent moisture conditions and soil texture: Implications for subsurface P
transport,” Hydrol. Process., vol. 33, no. 15, pp. 2068-2079, Jul. 2019, doi:
10.1002/hyp.13454.

60



[58]

[59]

[60]

[61]

[62]

[63]

J. Tian et al., “Mass balance assessment of phosphorus dynamics in a fertilizer trial
with 57 years of superphosphate application under irrigated grazed pasture,” Nutr.
Cycl. Agroecosystems, vol. 114, no. 1, pp. 33-44, May 2019, doi: 10.1007/s10705-
019-09992-1.

L. Smith, M. C. Watzin, and G. Druschel, “Relating sediment phosphorus mobility
to seasonal and diel redox fluctuations at the sediment-water interface in a eutrophic
freshwater lake,” Limnol. Oceanogr., vol. 56, no. 6, pp. 2251-2264, Nov. 2011, doi:
10.4319/10.2011.56.6.2251.

Q. M. Ketterings, K. J. Czymmek, W. S. Reid, and R. F. Wildman, “CONVERSION
OF MODIFIED MORGAN AND MEHLICH-III SOIL TESTS TO MORGAN
SOIL TEST VALUES:,” Soil Sci., vol. 167, no. 12, pp. 830-837, Dec. 2002, doi:
10.1097/00010694-200212000-00007.

M. Chikhaoui, Chandra A Madramootoo, Mark Eastman, and Aubert Michaud,
“Estimating Preferential Flow to Agricultural Tile Drains,” presented at the 2008
Providence, Rhode Island, June 29 - July 2, 2008, 2008. doi: 10.13031/2013.24812.
NRCS VT and UVM Extension, Vermont Phosphorus Index (VT P-index). USDA,
2020.

B. Coelho, R. Murray, D. Lapen, E. Topp, and A. Bruin, “Phosphorus and sediment
loading to surface waters from liquid swine manure application under different
drainage and tillage practices,” Agric. Water Manag., vol. 104, pp. 51-61, Feb.
2012, doi: 10.1016/j.agwat.2011.10.020.

61



Comprehensive Bibliography

Abrams, M. M., & Jarrell, W. M. (1992). Bioavailability Index for Phosphorus Using lon
Exchange Resin Impregnated Membranes. Soil Science Society of America Journal,
56(5), 1532-1537. https://doi.org/10.2136/sssaj1992.03615995005600050033x

Amado, A., Schilling, K. E., Jones, C. S., Thomas, N., & Weber, L. J. (2017). Estimation
of tile drainage contribution to streamflow and nutrient loads at the watershed scale
based on continuously monitored data. Environmental Monitoring and Assessment,
189(9), 426. https://doi.org/10.1007/s10661-017-6139-4

Batey, T. (2009). Soil compaction and soil management — a review. Soil Use and
Management, 25(4), 335-345. https://doi.org/10.1111/j.1475-2743.2009.00236.x

Beven, K., & Germann, P. (1982). Macropores and water flow in soils. Water Resources
Research, 18(5), 1311-1325. https://doi.org/10.1029/WR018i005p01311

Beven, K., & Germann, P. (2013). Macropores and water flow in soils revisited: REVIEW.
Water Resources Research, 49(6), 3071-3092. https://doi.org/10.1002/wrcr.20156

Bottcher, A. B., Monke, & Huggins. (1981). Nutrient and Sediment Loadings from a
Subsurface Drainage System. Transactions of the ASAE, 24(5), 1221-1226.
https://doi.org/10.13031/2013.34423

Brady, N. C., & Weil, R. R. (2008). The Nature and Properties of Soil (14th ed.).
PrenticeHall, Upper Saddle River, N.J.

Cassidy, R., & Jordan, P. (2011). Limitations of instantaneous water quality sampling in
surface-water catchments: Comparison with near-continuous phosphorus time-
series data. Journal of Hydrology, 405(1-2), 182-193.
https://doi.org/10.1016/j.jhydrol.2011.05.020

Chen, C., Roseberg, R. J., & Selker, J. S. (2002). Using microsprinkler irrigation to reduce
leaching in a shrink/swell clay soil. Agricultural Water Management, 54(2), 159—
171. https://doi.org/10.1016/S0378-3774(01)00150-0

Chikhaoui, M., Chandra A Madramootoo, Mark Eastman, & Aubert Michaud. (2008).
Estimating Preferential Flow to Agricultural Tile Drains. 2008 Providence, Rhode
Island, June 29 - July 2, 2008. 2008 Providence, Rhode Island, June 29 - July 2,
2008. https://doi.org/10.13031/2013.24812

Chin, D. A. (2014). Water-resources engineering (3rd ed). Pearson Education.

Christianson, L. E., Harmel, R. D., Smith, D., Williams, M. R., & King, K. (2016).
Assessment and Synthesis of 50 Years of Published Drainage Phosphorus Losses.
Journal of Environmental Quality, 45(5), 1467-1477.
https://doi.org/10.2134/jeq2015.12.0593

Coelho, B., Murray, R., Lapen, D., Topp, E., & Bruin, A. (2012). Phosphorus and sediment
loading to surface waters from liquid swine manure application under different
drainage and tillage practices. Agricultural Water Management, 104, 51-61.
https://doi.org/10.1016/j.agwat.2011.10.020

Cooper, R. J., Krueger, T., Hiscock, K. M., & Rawlins, B. G. (2015). High-temporal
resolution fluvial sediment source fingerprinting with uncertainty: A Bayesian
approach: HIGH-TEMPORAL RESOLUTION FLUVIAL SEDIMENT SOURCE
FINGERPRINTING. Earth Surface Processes and Landforms, 40(1), 78-92.
https://doi.org/10.1002/esp.3621

62



Darby, H., & DiPietro, L. (2018, November 12). Drainage and Doughnuts — Tile Drainage
Webinar Series #5 [Webinar].
https://www.youtube.com/watch?v=FgjrUHN3KHM&ab_channel=UVMExt NW
Crop%26Soils

Dayton, E. A., Whitacre, S., & Holloman, C. (2017). Comparison of three persulfate
digestion methods for total phosphorus analysis and estimation of suspended
sediments. Applied Geochemistry, 78, 357-362.
https://doi.org/10.1016/j.apgeochem.2017.01.011

Diamond, D., & Egan, L. (2007). DETERMINATION OF ORTHOPHOSPHATE IN
WATERS BY FLOW INJECTION ANALYSIS.

Dils, R. M., & Heathwaite, A. L. (1999). The controversial role of tile drainage in
phosphorus export from agricultural land. Water Science and Technology, 39(12),
55-61. https://doi.org/10.1016/S0273-1223(99)00318-2

Ding, B., Rezanezhad, F., Gharedaghloo, B., Van Cappellen, P., & Passeport, E. (2019).
Bioretention cells under cold climate conditions: Effects of freezing and thawing on
water infiltration, soil structure, and nutrient removal. Science of The Total
Environment, 649, 749-759. https://doi.org/10.1016/j.scitotenv.2018.08.366

Dingman, S. L. (2015). Physical hydrology (3. ed). Waveland Press.

Evans, R. O., Wayne Skaggs, R., & Wendell Gilliam, J. (1995). Controlled versus
Conventional Drainage Effects on Water Quality. Journal of Irrigation and
Drainage Engineering, 121(4), 271-276. https://doi.org/10.1061/(ASCE)0733-
9437(1995)121:4(271)

Evett, S. R. (2015). Soil Water and Monitoring Technology. In R. J. Lascano & R. E. Sojka
(Eds.), Agronomy Monographs (pp. 23-84). American Society of Agronomy, Crop
Science  Society of America, Soil Science Society of America.
https://doi.org/10.2134/agronmonogr30.2ed.c2

Fausey, N. R., Brown, L. C., Belcher, H. W., & Kanwar, R. S. (1995). Drainage and Water
Quality in Great Lakes and Cornbelt States. Journal of Irrigation and Drainage
Engineering, 121(4), 283-288. https://doi.org/10.1061/(ASCE)0733-
9437(1995)121:4(283)

Fiorillo, F. (2014). The Recession of Spring Hydrographs, Focused on Karst Aquifers.
Water Resources Management, 28(7), 1781-1805. https://doi.org/10.1007/s11269-
014-0597-z

Gaynor, J. D., & Findlay, W. 1. (1995). Soil and Phosphorus Loss from Conservation and
Conventional Tillage in Corn Production. Journal of Environmental Quality, 24(4),
734-741. https://doi.org/10.2134/jeq1995.00472425002400040026x

Geohring, L. D., McHugh, O. V., Walter, M. T., Steenhuis, T. S., Akhtar, M. S., & Walter,
M. F. (2001). PHOSPHORUS TRANSPORT INTO SUBSURFACE DRAINS BY
MACROPORES AFTER MANURE APPLICATIONS: IMPLICATIONS FOR
BEST MANURE MANAGEMENT PRACTICES: Soil Science, 166(12), 896-909.
https://doi.org/10.1097/00010694-200112000-00004

Glaesner, N., Kjaergaard, C., Rubaek, G. H., & Magid, J. (2011). Interactions between Soil
Texture and Placement of Dairy Slurry Application: I. Flow Characteristics and

63



Leaching of Nonreactive Components. Journal of Environmental Quality, 40(2),
337-343. https://doi.org/10.2134/jeq2010.0317

Grangeon, T., Ceriani, V., Evrard, O., Grison, A., Vandromme, R., Gaillot, A., Cerdan, O.,
& Salvador-Blanes, S. (2021). Quantifying hydro-sedimentary transfers in a lowland
tile-drained agricultural catchment. CATENA, 198, 105033.
https://doi.org/10.1016/j.catena.2020.105033

Grant, K. N., Macrae, M. L., & Ali, G. A. (2019). Differences in preferential flow with
antecedent moisture conditions and soil texture: Implications for subsurface P
transport. Hydrological Processes, 33(15), 2068-2079.
https://doi.org/10.1002/hyp.13454

Gregor, M., & Malik, P. (n.d.). HydroOffice [Windows].
http://hydrooffice.org/Files/lUM%20RC.pdf

Gregor, M., & Malik, P. (2012). Construction of Master Recession Curve Using Genetic
Algorithms. Journal of Hydrology and Hydromechanics, 60(1), 3-15.
https://doi.org/10.2478/v10098-012-0001-8

Hanrahan, B. R., King, K. W., & Williams, M. R. (2021). Controls on subsurface nitrate
and dissolved reactive phosphorus losses from agricultural fields during
precipitation-driven events. Science of The Total Environment, 754, 142047.
https://doi.org/10.1016/j.scitotenv.2020.142047

Harmel, R. D., King, K. W., Busch, D., Smith, D., Birgand, F., & Haggard, B. (2018).
Measuring edge-of-field water quality: Where we have been and the path forward.
Journal of  Soil and Water Conservation, 73(1), 86-96.
https://doi.org/10.2489/jswc.73.1.86

Hendrickx, J. M. H., & Flury, M. (2001). Conceptual Models of Flow and Transport in the
Fractured Vadose Zone (p. 10102). National Academies Press.
https://doi.org/10.17226/10102

Hill, D. E., & Parlange, J.-Y. (1972). Wetting Front Instability in Layered Soils. Soil
Science Society of America Journal, 36(5), 697-702.
https://doi.org/10.2136/ss5aj1972.03615995003600050010x

Holford, I. C. R. (1997). Soil phosphorus: Its measurement, and its uptake by plants. Soil
Research, 35(2), 227-240. https://doi.org/10.1071/s96047

Husic, A., Fox, J., Adams, E., Backus, J., Pollock, E., Ford, W., & Agouridis, C. (2019).
Inland impacts of atmospheric river and tropical cyclone extremes on nitrate
transport and stable isotope measurements. Environmental Earth Sciences, 78(1),
36. https://doi.org/10.1007/5s12665-018-8018-x

Jahanzad, E., Saporito, L. S., Karsten, H. D., & Kleinman, P. J. A. (2019). Varying
Influence of Dairy Manure Injection on Phosphorus Loss in Runoff over Four Years.
Journal of Environmental Quality, 48(2), 450-458.
https://doi.org/10.2134/jeq2018.05.0206

Jamieson, A. (2001). Evaluating phosphorus losses in surface and subsurface runoff from
two agricultural fields in Quebec. McGill University.

Jarvie, H. P., Johnson, L. T., Sharpley, A. N., Smith, D. R., Baker, D. B., Bruulsema, T.
W., & Confesor, R. (2017). Increased Soluble Phosphorus Loads to Lake Erie:

64



Unintended Consequences of Conservation Practices? Journal of Environmental
Quality, 46(1), 123-132. https://doi.org/10.2134/jeq2016.07.0248

Johnson, K. N., Kleinman, P. J. A, Beegle, D. B., Elliott, H. A., & Saporito, L. S. (2011).
Effect of dairy manure slurry application in a no-till system on phosphorus runoff.
Nutrient Cycling in Agroecosystems, 90(2), 201-212.
https://doi.org/10.1007/s10705-011-9422-8

Jokela, W., Sherman, J., & Cavadini, J. (2016). Nutrient Runoff Losses from Liquid Dairy
Manure Applied with Low-Disturbance Methods. Journal of Environmental
Quality, 45(5), 1672-1679. https://doi.org/10.2134/jeq2015.09.0498

Ketterings, Q. M., Czymmek, K. J., Reid, W. S., & Wildman, R. F. (2002). CONVERSION
OF MODIFIED MORGAN AND MEHLICH-III SOIL TESTS TO MORGAN
SOIL TEST VALUES: Soil Science, 167(12), 830-837.
https://doi.org/10.1097/00010694-200212000-00007

King, K. W., Fausey, N. R., & Williams, M. R. (2014). Effect of subsurface drainage on
streamflow in an agricultural headwater watershed. Journal of Hydrology, 519, 438—
445, https://doi.org/10.1016/j.jhydrol.2014.07.035

King, K. W., Williams, M. R., & Fausey, N. R. (2015). Contributions of Systematic Tile
Drainage to Watershed-Scale Phosphorus Transport. Journal of Environmental
Quality, 44(2), 486-494. https://doi.org/10.2134/jeq2014.04.0149

King, K. W., Williams, M. R., & Fausey, N. R. (2016). Effect of crop type and season on
nutrient leaching to tile drainage under a corn-soybean rotation. Journal of Soil and
Water Conservation, 71(1), 56-68. https://doi.org/10.2489/jswc.71.1.56

King, K. W., Williams, M. R., Macrae, M. L., Fausey, N. R., Frankenberger, J., Smith, D.
R., Kleinman, P.J. A., & Brown, L. C. (2015). Phosphorus Transport in Agricultural
Subsurface Drainage: A Review. Journal of Environmental Quality, 44(2), 467-485.
https://doi.org/10.2134/jeq2014.04.0163

Klaiber, L. B. (2016). Edge-Of-Field Water And Phosphorus Losses In Surface And
Subsurface Agricultural Runoff. University of Vermont.

Klaiber, L. B., Kramer, S. R., & Young, E. O. (2020). Impacts of Tile Drainage on
Phosphorus Losses from Edge-of-Field Plots in the Lake Champlain Basin of New
York. Water, 12(2), 328. https://doi.org/10.3390/w12020328

Klaus, J., Zehe, E., Elsner, M., Kills, C., & McDonnell, J. J. (2013). Macropore flow of
old water revisited: Experimental insights from a tile-drained hillslope. Hydrology
and Earth System Sciences, 17(1), 103-118. https://doi.org/10.5194/hess-17-103-
2013

Kleinman, P. J. A., Sharpley, A. N., Withers, P. J. A., Bergstrom, L., Johnson, L. T., &
Doody, D. G. (2015). Implementing agricultural phosphorus science and
management to combat eutrophication. AMBIO, 44(S2), 297-310.
https://doi.org/10.1007/s13280-015-0631-2

Kleinman, P., Sharpley, A., Buda, A., McDowell, R., & Allen, A. (2011). Soil controls of
phosphorus in runoff: Management barriers and opportunities. Canadian Journal of
Soil Science, 91(3), 329-338. https://doi.org/10.4141/cjss09106

Kokulan, V., Macrae, M. L., Ali, G. A., Lobb, D. A., Morison, M., & Brooks, B. C. (2021).
Temporal variability in water and nutrient movement through vertisols into

65



agricultural tile drains in the northern Great Plains. Journal of Soil and Water
Conservation, 76(4), 317-328. https://doi.org/10.2489/jswc.2021.00099

Kumar, A., Kanwar, R. S., & Hallberg, G. R. (1997). Separating preferential and matrix
flows using subsurface tile flow data 1. Journal of Environmental Science and Health
. Part A: Environmental Science and Engineering and Toxicology, 32(6), 1711-
1729. https://doi.org/10.1080/10934529709376639

Lam, W. V., Macrae, M. L., English, M. C., O’Halloran, I. P., & Wang, Y. T. (2016).
Effects of tillage practices on phosphorus transport in tile drain effluent under sandy
loam agricultural soils in Ontario, Canada. Journal of Great Lakes Research, 42(6),
1260-1270. https://doi.org/10.1016/}.jglr.2015.12.015

Lambert, D., & Maher, W. (1995). An evaluation of the efficiency of the alkaline
persulphate digestion method for the determination of total phosphorus in turbid
waters. Water Research, 29(1), 7-9. https://doi.org/10.1016/0043-1354(94)00141-S

LCBP. (2018). 2018 State of the Lake and Ecosystem Indicators Report.
https://www.lcbp.org/wp-content/uploads/2021/03/2018-State-of-the-
Lake_web.pdf

Macrae, M. L., Ali, G. A, King, K. W, Plach, J. M., Pluer, W. T., Williams, M., Morison,
M. Q., & Tang, W. (2019). Evaluating Hydrologic Response in Tile-Drained
Landscapes: Implications for Phosphorus Transport. Journal of Environmental
Quality, 48(5), 1347-1355. https://doi.org/10.2134/jeq2019.02.0060

Macrae, M. L., English, M. C., Schiff, S. L., & Stone, M. (2007). Intra-annual variability
in the contribution of tile drains to basin discharge and phosphorus export in a first-
order agricultural catchment. Agricultural Water Management, 92(3), 171-182.
https://doi.org/10.1016/j.agwat.2007.05.015

Madison, A. M., Ruark, M. D., Stuntebeck, T. D., Komiskey, M. J., Good, L. W., Drummy,
N., & Cooley, E. T. (2014). Characterizing phosphorus dynamics in tile-drained
agricultural fields of eastern Wisconsin. Journal of Hydrology, 519, 892-901.
https://doi.org/10.1016/j.jhydrol.2014.08.016

Madramootoo, C. A. (1999). Planning and Design of Drainage Systems. In R. W. Skaggs
& J. van Schilfgaarde (Eds.), Agronomy Monographs (pp. 871-892). American
Society of Agronomy, Crop Science Society of America, Soil Science Society of
America. https://doi.org/10.2134/agronmonogr38.c26

Mangiafico, S. S. (2015). An R Companion for the Handbook of Biological Statistics
version 1.3.3. rcompanion.org/documents/RCompanionBioStatistics.pdf

Mellander, P.-E., Jordan, P., Melland, A. R., Murphy, P. N. C., Wall, D. P., Mechan, S.,
Meehan, R., Kelly, C., Shine, O., & Shortle, G. (2013). Quantification of Phosphorus
Transport from a Karstic Agricultural Watershed to Emerging Spring Water.
Environmental Science & Technology, 47(12), 6111-6119.
https://doi.org/10.1021/es304909y

Mellander, P.-E., Melland, A. R., Jordan, P., Wall, D. P., Murphy, P. N. C., & Shortle, G.
(2012). Quantifying nutrient transfer pathways in agricultural catchments using high
temporal resolution data. Environmental Science & Policy, 24, 44-57.
https://doi.org/10.1016/j.envsci.2012.06.004

66



Menon, R. G., Hammond, L. L., & Sissingh, H. A. (1989). Determination of Plant-available
Phosphorus by the Iron Hydroxide-impregnated Filter Paper (Pi) Soil Test. Soil
Science Society of America Journal, 53(1), 110-115.
https://doi.org/10.2136/sssaj1989.03615995005300010020x

Michaud, A. R., Poirier, S.-C., & Whalen, J. K. (2019). Tile Drainage as a Hydrologic
Pathway for Phosphorus Export from an Agricultural Subwatershed. Journal of
Environmental Quality, 48(1), 64—72. https://doi.org/10.2134/jeq2018.03.0104

Mina, O., Gall, H. E., Saporito, L. S., Elliott, H. A., & Kleinman, P. J. A. (2017). Relative
role of transport and source-limited controls for estrogen, TDP, and DOC export for
two manure application methods. Agriculture, Ecosystems & Environment, 247,
308-318. https://doi.org/10.1016/j.agee.2017.06.045

Moore, J. (2016). Literature Review: Tile Drainage and Phosphorus Losses from
Agricultural Land (Technical Report No. 83; p. 79). Stone, Environmental.

Murphy, J., & Riley, J. P. (1962). A modified single solution method for the determination
of phosphate in natural waters. Analytica Chimica Acta, 27, 31-36.
https://doi.org/10.1016/S0003-2670(00)88444-5

Nair, P. S., Logan, T. J., Sharpley, A. N., Sommers, L. E., Tabatabai, M. A., & Yuan, T.
L. (1984). Interlaboratory Comparison of a Standardized Phosphorus Adsorption
Procedure.  Journal  of  Environmental  Quality, 13(4), 591-595.
https://doi.org/10.2134/jeq1984.00472425001300040016x

Nazari, S., Ford, W. 1., & King, K. W. (2020). Impacts of preferential flow and
agroecosystem management on subsurface particulate phosphorus loadings in tile-
drained landscapes. Journal of Environmental Quality, 49(5), 1370-1383.
https://doi.org/10.1002/jeq2.20116

Nazari, S., Ford, W. I., & King, K. W. (2021). Quantifying hydrologic pathway and source
connectivity dynamics in tile drainage: Implications for phosphorus concentrations.
Vadose Zone Journal. https://doi.org/10.1002/vzj2.20154

NRCS VT, & UVM Extension. (2020). Vermont Phosphorus Index (VT P-index) (6.2)
[Microsoft Excel]. USDA.

@gaard, A. F. (2015). Freezing and thawing effects on phosphorus release from grass and
cover crop species. Acta Agriculturae Scandinavica, Section B — Soil & Plant
Science, 65(6), 529-536. https://doi.org/10.1080/09064710.2015.1030444

Osterholz, W. R., Hanrahan, B. R., & King, K. W. (2020). Legacy phosphorus
concentration—discharge relationships in surface runoff and tile drainage from Ohio
crop fields. Journal of Environmental Quality, 49(3), 675-687.
https://doi.org/10.1002/jeq2.20070

Penn, C., & Camberato, J. (2019). A Critical Review on Soil Chemical Processes that
Control How Soil pH Affects Phosphorus Availability to Plants. Agriculture, 9(6),
120. https://doi.org/10.3390/agriculture9060120

Phosphorus Sources—Lake Champlain Basin Program. (2021). https://www.lcbp.org/our-
goals/clean-water/nutrients-and-cyanobacteria/phosphorus-sources/

Pierzynski, G. M. (2009). Methods of phosphorus analysis for soils, sediments, residuals,
and waters (2nd ed.). North Carolina State University.
http://www.soil.ncsu.edu/seral7/publications/seral7-2/abstract.htm

67



Plach, J., Macrae, M. L., Ali, G. A., Brunke, R. R., English, M. C., Ferguson, G., Lam, W.
V., Lozier, T. M., McKague, K., O’Halloran, I. P., Opolko, G., & Van Esbroeck, C.
J. (2018). Supply and Transport Limitations on Phosphorus Losses from
Agricultural Fields in the Lower Great Lakes Region, Canada. Journal of
Environmental Quality, 47(1), 96-105. https://doi.org/10.2134/jeq2017.06.0234

Plach, J., Pluer, W., Macrae, M., Kompanizare, M., McKague, K., Carlow, R., & Brunke,
R. (2019). Agricultural Edge-of-Field Phosphorus Losses in Ontario, Canada:
Importance of the Nongrowing Season in Cold Regions. Journal of Environmental
Quality, 48(4), 813-821. https://doi.org/10.2134/jeq2018.11.0418

Poirier, S.-C., Whalen, J. K., & Michaud, A. R. (2012). Bioavailable Phosphorus in Fine-
Sized Sediments Transported from Agricultural Fields. Soil Science Society of
America Journal, 76(1), 258-267. https://doi.org/10.2136/sssaj2010.0441

Pote, D. H., Daniel, T. C., Moore, P. A., Nichols, D. J., Sharpley, A. N., & Edwards, D. R.
(1996). Relating Extractable Soil Phosphorus to Phosphorus Losses in Runoff. Soil
Science Society of America Journal, 60(3), 855-859.
https://doi.org/10.2136/sssaj1996.03615995006000030025x

Price, G. (2006). Australian Soil Fertility Manual. Csiro Publishing.

Qian, P., Schoenau, J. J., & Huang, W. Z. (1992). Use of lon exchange membranes in
routine soil testing. Communications in Soil Science and Plant Analysis, 23(15-16),
1791-1804. https://doi.org/10.1080/00103629209368704

R Core Team. (2021). R: A language and environment for statistical computing [R
Foundation for Statistical Computing]. https://www.R-project.org/

Radcliffe, D. E., & Simunek, J. (2010). Soil physics with HYDRUS: Modeling and
applications. CRC Press/Taylor & Francis.

Rotz, C. A. (2018). Modeling greenhouse gas emissions from dairy farms. Journal of Dairy
Science, 101(7), 6675-6690. https://doi.org/10.3168/jds.2017-13272

Ryden, J. C., Syers, J. K., & Harris, R. F. (1974). Phosphorus in Runoff and Streams. In
Advances in Agronomy (Vol. 25, pp. 1-45). Elsevier. https://doi.org/10.1016/S0065-
2113(08)60777-4

Schilling, K. E., & Helmers, M. (2008a). Tile drainage as karst: Conduit flow and diffuse
flow in a tile-drained watershed. Journal of Hydrology, 349(3-4), 291-301.
https://doi.org/10.1016/j.jhydrol.2007.11.014

Schilling, K. E., & Helmers, M. (2008b). Effects of subsurface drainage tiles on streamflow
in lowa agricultural watersheds: Exploratory hydrograph analysis. Hydrological
Processes, 22(23), 4497-4506. https://doi.org/10.1002/hyp.7052

Schilling, K. E., & Jones, C. S. (2019). Hydrograph separation of subsurface tile discharge.
Environmental Monitoring and Assessment, 191(4), 231.
https://doi.org/10.1007/s10661-019-7377-4

Sharpley, A., Jarvie, H. P., Buda, A., May, L., Spears, B., & Kleinman, P. (2013).
Phosphorus Legacy: Overcoming the Effects of Past Management Practices to
Mitigate Future Water Quality Impairment. Journal of Environmental Quality,
42(5), 1308-1326. https://doi.org/10.2134/jeq2013.03.0098

68



Sharpley, A. N. (1985). Depth of Surface Soil-runoff Interaction as Affected by Rainfall,
Soil Slope, and Management. Soil Science Society of America Journal, 49(4), 1010—
1015. https://doi.org/10.2136/sss52j1985.03615995004900040044x

Sharpley, A. N. (1993). An Innovative Approach to Estimate Bioavailable Phosphorus in
Agricultural Runoff Using Iron Oxide-Impregnated Paper. Journal of
Environmental Quality, 22(3), 597-601.
https://doi.org/10.2134/jeq1993.00472425002200030026x

Sharpley, A. N. (1995). Dependence of Runoff Phosphorus on Extractable Soil
Phosphorus.  Journal of Environmental Quality, 24(5), 920-926.
https://doi.org/10.2134/jeq1995.00472425002400050020x

Sharpley, A. N. (2018). Agriculture, Nutrient Management and Water Quality. In
Reference Module in Life Sciences. Elsevier. https://doi.org/10.1016/B978-0-12-
809633-8.20758-9

Sharpley, A. N., Chapra, S. C., Wedepohl, R., Sims, J. T., Daniel, T. C., & Reddy, K. R.
(1994). Managing Agricultural Phosphorus for Protection of Surface Waters: Issues
and Options. Journal of Environmental Quality, 23(3), 437-451.
https://doi.org/10.2134/jeq1994.00472425002300030006x

Sharpley, A. N., Daniel, T. C., & Edwards, D. R. (1993). Phosphorus Movement in the
Landscape.  Journal  of  Production  Agriculture, 6(4), 492-500.
https://doi.org/10.2134/jpa1993.0492

Sherman, J. F., Young, E. O., Coblentz, W. K., & Cavadini, J. (2020). Runoff water quality
after low-disturbance manure application in an alfalfa—grass hay crop forage system.
Journal of Environmental Quality, 49(3), 663-674.
https://doi.org/10.1002/jeq2.20058

Simpson, R. J., Oberson, A., Culvenor, R. A., Ryan, M. H., Veneklaas, E. J., Lambers, H.,
Lynch, J. P., Ryan, P. R., Delhaize, E., Smith, F. A., Smith, S. E., Harvey, P. R., &
Richardson, A. E. (2011). Strategies and agronomic interventions to improve the
phosphorus-use efficiency of farming systems. Plant and Soil, 349(1-2), 89-120.
https://doi.org/10.1007/s11104-011-0880-1

Skaggs, R. W., Brevé, M. A., & Gilliam, J. W. (1994). Hydrologic and water quality
impacts of agricultural drainagex. Critical Reviews in Environmental Science and
Technology, 24(1), 1-32. https://doi.org/10.1080/10643389409388459

Smil, V. (2000). P HOSPHORUS IN THE E NVIRONMENT: Natural Flows and Human
Interferences. Annual Review of Energy and the Environment, 25(1), 53-88.
https://doi.org/10.1146/annurev.energy.25.1.53

Smith, D. R., King, K. W., Johnson, L., Francesconi, W., Richards, P., Baker, D., &
Sharpley, A. N. (2015). Surface Runoff and Tile Drainage Transport of Phosphorus
in the Midwestern United States. Journal of Environmental Quality, 44(2), 495-502.
https://doi.org/10.2134/jeq2014.04.0176

Smith, E. A., & Capel, P. D. (2018). Specific Conductance as a Tracer of Preferential Flow
in a Subsurface-Drained Field. Vadose Zone Journal, 17(1), 170206.
https://doi.org/10.2136/vzj2017.11.0206

Smith, L., Watzin, M. C., & Druschel, G. (2011). Relating sediment phosphorus mobility
to seasonal and diel redox fluctuations at the sediment-water interface in a eutrophic

69



freshwater lake. Limnology and Oceanography, 56(6), 2251-2264.
https://doi.org/10.4319/10.2011.56.6.2251

Soil Survey Staff. (n.d.). Web Soil Survey. United States Department of Agriculture.

Stone, W. W., & Wilson, J. T. (2006). Preferential Flow Estimates to an Agricultural Tile
Drain with Implications for Glyphosate Transport. Journal of Environmental
Quality, 35(5), 1825-1835. https://doi.org/10.2134/jeq2006.0068

Syers, J. K., Williams, J. D. H., Campbell, A. S., & Walker, T. W. (1967). The Significance
of Apatite Inclusions in Soil Phosphorus Studies. Soil Science Society of America
Journal, 31(6), 752-756.
https://doi.org/10.2136/sssaj1967.03615995003100060016x

Thibodeaux, L. J. (1996). Environmental chemodynamics: Movement of chemicals in air,
water, and soil (2nd ed). Wiley.

Tian, J., Boitt, G., Black, A., Wakelin, S., Chen, L., Cai, K., & Condron, L. (2019). Mass
balance assessment of phosphorus dynamics in a fertilizer trial with 57 years of
superphosphate application under irrigated grazed pasture. Nutrient Cycling in
Agroecosystems, 114(1), 33-44. https://doi.org/10.1007/s10705-019-09992-1

Tiessen, K. H. D., Elliott, J. A., Yarotski, J., Lobb, D. A., Flaten, D. N., & Glozier, N. E.
(2010). Conventional and Conservation Tillage: Influence on Seasonal Runoff,
Sediment, and Nutrient Losses in the Canadian Prairies. Journal of Environmental
Quality, 39(3), 964-980. https://doi.org/10.2134/jeq2009.0219

Torbert, H. A., K. N. Potter, & J. E. Morrison Jr. (1996). Management Effects on Nitrogen
and Phosphorus Losses in Runoff on Expansive Clay Soils. Transactions of the
ASAE, 39(1), 161-166. https://doi.org/10.13031/2013.27494

Trentman, M. T., Tank, J. L., Royer, T. V., Speir, S. L., Mahl, U. H., & Sethna, L. R.
(2020). Cover crops and precipitation influence soluble reactive phosphorus losses
viatile drain discharge in an agricultural watershed. Hydrological Processes, 34(23),
4446-4458. https://doi.org/10.1002/hyp.13870

Trentman, M. T., Tank, J. L., Shepherd, H. A. M., Marrs, A. J., Welsh, J. R., & Goodson,
H. V. (2021). Characterizing bioavailable phosphorus concentrations in an
agricultural stream during hydrologic and streambed disturbances. Biogeochemistry,
154(3), 509-524. https://doi.org/10.1007/s10533-021-00803-w

Twombly, C. R., Faulkner, J. W., & Hurley, S. E. (2021). The effects of soil aeration prior
to dairy manure application on edge-of-field hydrology and nutrient fluxes in cold
climate hayland agroecosystems. Journal of Soil and Water Conservation, 76(1), 1—
13. https://doi.org/10.2489/jswc.2021.00158

US Department of Commerce, N. (n.d.). NOWData. NOAA’s National Weather Service.
Retrieved November 17, 2021, from
https://www.weather.gov/climateservices/nowdatafaq

USDA/NASS 2020 State Agriculture Overview for Vermont. (n.d.). Retrieved September

30, 2021, from
https://www.nass.usda.gov/Quick_Stats/Ag_Overview/stateOverview.php?state=V
ERMONT

Uusi-Kamppd, J., & Heinonen-Tanski, H. (2008). Evaluating Slurry Broadcasting and
Injection to Ley for Phosphorus Losses and Fecal Microorganisms in Surface

70



Runoff.  Journal of  Environmental  Quality, 37(6), 2339-2350.
https://doi.org/10.2134/jeq2007.0428

Uusitalo, R., Turtola, E., Kauppila, T., & Lilja, T. (2001). Particulate Phosphorus and
Sediment in Surface Runoff and Drainflow from Clayey Soils. Journal of
Environmental Quality, 30(2), 589-595. https://doi.org/10.2134/jeq2001.302589x

UVM Extension. (2020). Nutrient Recommendations for Field Crops in Vermont.
https://www.uvm.edu/sites/default/files/UVM-Extension-Cultivating-Healthy-
Communities/NutrientRec_BR1390.3_Sept2020.pdf

Vadas, P. A,, Fiorellino, N. M., Coale, F. J., Kratochvil, R., Mulkey, A. S., & McGrath, J.
M. (2018). Estimating Legacy Soil Phosphorus Impacts on Phosphorus Loss in the
Chesapeake Bay Watershed. Journal of Environmental Quality, 47(3), 480-486.
https://doi.org/10.2134/jeq2017.12.0481

Van Esbroeck, C. J., Macrae, M. L., Brunke, R. I., & McKague, K. (2016). Annual and
seasonal phosphorus export in surface runoff and tile drainage from agricultural
fields with cold temperate climates. Journal of Great Lakes Research, 42(6), 1271—
1280. https://doi.org/10.1016/j.jglr.2015.12.014

Vidon, P., & Cuadra, P. E. (2010). Impact of precipitation characteristics on soil hydrology
in tile-drained landscapes. Hydrological Processes, 24(13), 1821-1833.
https://doi.org/10.1002/hyp.7627

Vidon, P., & Cuadra, P. E. (2011). Phosphorus dynamics in tile-drain flow during storms
in the US Midwest. Agricultural Water Management, 98(4), 532-540.
https://doi.org/10.1016/j.agwat.2010.09.010

Vidon, P., Hubbard, H., Cuadra, P., & Hennessy, M. (2012). Storm phosphorus
concentrations and fluxes in artificially drained landscapes of the US Midwest.
Agricultural Sciences, 03(04), 474-485. https://doi.org/10.4236/as.2012.34056

Vidon, P., Hubbard, L. E., & Soyeux, E. (2009). Seasonal solute dynamics across land uses
during storms in glaciated landscape of the US Midwest. Journal of Hydrology,
376(1-2), 34-47. https://doi.org/10.1016/j.jhydrol.2009.07.013

Wang, Y. T., Zhang, T. Q., Tan, C. S., Qi, Z. M., & Welacky, T. (2018). Solid Cattle
Manure Less Prone to Phosphorus Loss in Tile Drainage Water. Journal of
Environmental Quality, 47(2), 318-325. https://doi.org/10.2134/jeq2017.06.0230

Watanabe, K., Kito, T., Dun, S., Wu, J. Q., Greer, R. C., & Flury, M. (2013). Water
Infiltration into a Frozen Soil with Simultaneous Melting of the Frozen Layer.
Vadose Zone Journal, 12(1), vzj2011.0188. https://doi.org/10.2136/vzj2011.0188

Watts, D. B., & Way, T. R. (2019). Subsurface banding of poultry litter influence on runoff
nutrient losses in a no-tillage maize cropping system. Soil and Tillage Research,
194, 104325. https://doi.org/10.1016/j.still.2019.104325

Whitaker, S. (1986). Flow in porous media I: A theoretical derivation of Darcy’s law.
Transport in Porous Media, 1(1), 3-25. https://doi.org/10.1007/BF01036523

Willard, A., Harris, K., Kahler, E., Claro, J., Danly, S., & Warren, B. (2020). Vermont
Agriculture and Food System Plan: 2020. 110.

Williams, M. R., King, K. W., Baker, D. B., Johnson, L. T., Smith, D. R., & Fausey, N. R.
(2016). Hydrologic and biogeochemical controls on phosphorus export from

71



Western Lake Erie tributaries. Journal of Great Lakes Research, 42(6), 1403-1411.
https://doi.org/10.1016/j.jglr.2016.09.009

Williams, M. R., King, K. W., Duncan, E. W., Pease, L. A., & Penn, C. J. (2018). Fertilizer
placement and tillage effects on phosphorus concentration in leachate from fine-
textured  soils. Soil and  Tillage Research, 178, 130-138.
https://doi.org/10.1016/j.still.2017.12.010

Williams, M. R., King, K. W., Ford, W., Buda, A. R., & Kennedy, C. D. (2016). Effect of
tillage on macropore flow and phosphorus transport to tile drains: TILLAGE,
MACROPORE FLOW, AND PHOSPHORUS. Water Resources Research, 52(4),
2868-2882. https://doi.org/10.1002/2015WR017650

Williams, M. R., King, K. W., Macrae, M. L., Ford, W., Van Esbroeck, C., Brunke, R. I.,
English, M. C., & Schiff, S. L. (2015). Uncertainty in nutrient loads from tile-drained
landscapes: Effect of sampling frequency, calculation algorithm, and compositing
strategy. Journal of Hydrology, 530, 306-316.
https://doi.org/10.1016/j.jhydrol.2015.09.060

Williams, M. R., Livingston, S. J., Heathman, G. C., & McAfee, S. J. (2019). Thresholds
for run-off generation in a drained closed depression. Hydrological Processes,
33(18), 2408-2421. https://doi.org/10.1002/hyp.13477

Williams, M. R., Livingston, S. J., Penn, C. J., Smith, D. R., King, K. W., & Huang, C.
(2018). Controls of event-based nutrient transport within nested headwater
agricultural watersheds of the western Lake Erie basin. Journal of Hydrology, 559,
749-761. https://doi.org/10.1016/j.jhydrol.2018.02.079

Withers, P., Neal, C., Jarvie, H., & Doody, D. (2014). Agriculture and Eutrophication:
Where Do We Go from Here? Sustainability, 6(9), 5853-5875.
https://doi.org/10.3390/su6095853

Wolfe, D. W., DeGaetano, A. T., Peck, G. M., Carey, M., Ziska, L. H., Lea-Cox, J.,
Kemanian, A. R., Hoffmann, M. P., & Hollinger, D. Y. (2018). Unique challenges
and opportunities for northeastern US crop production in a changing climate.
Climatic Change, 146(1-2), 231-245. https://doi.org/10.1007/s10584-017-2109-7

Xue, Y., David, M. B., Gentry, L. E., & Kovacic, D. A. (1998). Kinetics and Modeling of
Dissolved Phosphorus Export from a Tile-Drained Agricultural Watershed. Journal
of Environmental Quality, 27(4), 917-922.
https://doi.org/10.2134/jeq1998.00472425002700040028x

72



Appendix — Supplemental Figures and Tables
A .html file of the supplemental materials will be uploaded to ProQuest.

73



